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Abstract of the contribution: This contribution considers CN type restriction.
1.
Discussion
In Rel.15, the core network type restriction is defined as follows;
	-
Core Network type restriction:


Defines whether UE is allowed to connect to 5GC for this PLMN.


This study considers the following scenarios, and CN type restriction needs to be considered during studying the solution.
Scenario 1: The E-UTRA access node and NG-RAN access node are connected to EPC and 5GC respectively.

Scenario 2: The E-UTRA access node and NR access node are connected to 5GC in a dual connectivity mode.

We would like to propose to discuss the relationship between Application-related preference and CN type restriction (e.g. dependency or priority) when selecting the radio access type.
If it is clear the following sentence in SA2 group, we can capture it as the architectural assumptions in TR 23.727.
-
CN type restriction of subscription takes priority over the Application-related preferences.
If we have no consensus, we propose to capture it as a new key issue.
2.
Proposal
It is proposed that the following changes are captured in TR 23.727.

**** Start of 1st Change ****


4
Architectural Requirements and Assumptions

Editor's note:
This clause will list general architectural requirements and assumptions for this study.
The following architectural assumptions apply:

-
The application awareness support is based on the application-detection solutions that are currently in place to enable the network to detect the applications associated with a data flow (e.g., encrypted or unencrypted traffic detection, or the application id ,traffic flow descriptions, etc. sent by AF).

-
Both single registration and dual registration between EPC and 5GC are considered for scenario 1.
-
Any subscription restriction takes precedence over the application-related preferences.
**** End of Changes ****
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