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#######

There can be at most eight S-NSSAIs in Allowed and Requested NSSAIs sent in signalling messages between the UE and the Network.
########

Hence, having removed the limit of 8 slices in clause 5.15.2.1 might give a wrong impression that there is no such limitation. To avoid this misinterpretation, it is proposed to add a NOTE saying that “the limitation will be enforced via the mean of CP signalling, which is further explained in the clause 5.15.2.1”.
2) In clause 5.15.3, it is proposed to remove the restriction of having 8 default S-NSSAI at maximum in the subscription, and leave it opened depending on the operator’s policy e.g. having 8 slices per access type. 
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***** Start of 1st Change *****

5.15
Network slicing

5.15.1
General

A Network Slice is defined within a PLMN and shall include:

-
the Core Network Control Plane and User Plane Network Functions, as described in clause 4.2,
and, in the serving PLMN, at least one of the following:
-
the NG Radio Access Network described in 3GPP TS 38.300 [27],

-
the N3IWF functions to the non-3GPP Access Network described in clause 4.2.7.2.

The 5G System deployed in a PLMN shall always support the procedures, information and configurations specified for network slicing in the present document, TS 23.502 [3] and TS 23.503 [45].

Network slicing support for roaming is described in clause 5.15.6.

Network slices may differ for supported features and network functions optimisations, in which case such Network Slices may have e.g. different S-NSSAIs with different Slice/Service Types (see clause 5.15.2.1). The operator can deploy multiple Network Slice instances delivering exactly the same features but for different groups of UEs, e.g. as they deliver a different committed service and/or because they are dedicated to a customer, in which case such Network Slices may have e.g. different S-NSSAIs with the same Slice/Service Type but different Slice Differentiators (see clause 5.15.2.1).

The network may serve a single UE with one or more Network Slice instances simultaneously via a 5G-AN regardless of the access type(s) over which the UE is registered (i.e. 3GPP Access and/or N3GPP Access). The AMF instance serving the UE logically belongs to each of the Network Slice instances serving the UE, i.e. this AMF instance is common to the Network Slice instances serving a UE.
NOTE 1:
Number of simultaneous connection of network slices per UE is limited by the number of S-NSSAIs in the Requested/Allowed NSSAI as described in clause 5.15.2.1. 
NOTE 2:
In this Release of the specification it is assumed that in any (home or visited) PLMN it is always possible to select an AMF that can serve any combination of S-NSSAIs that will be provided as an Allowed NSSAI.
The selection of the set of Network Slice instances for a UE is triggered by the first contacted AMF in a Registration procedure normally by interacting with the NSSF, and can lead to a change of AMF. This is further described in clause 5.15.5.

A PDU Session belongs to one and only one specific Network Slice instance per PLMN. Different Network Slice instances do not share a PDU Session, though different slices may have slice-specific PDU Sessions using the same DNN.
During the Handover procedure the source AMF selects a target AMF by interacting with the NRF as specified in clause 6.3.5.
***** Start of 2nd Change *****

5.15.3
Subscription aspects

The Subscription Information shall contain one or more S-NSSAIs i.e. Subscribed S-NSSAIs. Based on operator’s policy, one or more Subscribed S-NSSAIs can be marked as a default S-NSSAI. If an S-NSSAI is marked as default, then the network is expected to serve the UE with a related applicable Network Slice instance when the UE does not send any valid S-NSSAI to the network in a Registration Request message as part of the Requested NSSAI.

The Subscription Information for each S-NSSAI may contain multiple DNNs and one default DNN.

The network verifies the Requested NSSAI the UE provides in the Registration Request against the Subscription Information. 
In roaming case, the UDM may provide to the VPLMN a subset of the Subscribed S-NSSAIs in the Subscription Information, reflecting the set of S-NSSAIs the HPLMN enables for the UE in the VPLMN.
When the UDM updates the Subscribed S-NSSAI(s) to the AMF, the AMF may query the NSSF and to determine the mapping of the Configured NSSAI for the Serving PLMN and/or Allowed NSSAI to the Subscribed S-NSSAI(s). The serving AMF then updates the UE with the above information as described in clause 5.15.4.

***** End of All Change *****

�Note that these texts had been agreed to remove according to the CR (S2-183426). 





