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* * * First Change* * *

4.4.2.2
Reference point to support SMS over NAS

N1:
Reference point for SMS transfer between UE and AMF via NAS.

Following reference points are realized by service based interfaces:

N8:
Reference point over NAS service authorization between AMF and UDM.

N20:
Reference point for SMS transfer between AMF and SMS Function.

N21:
Reference point for SMS Function address registration management and SMS management subscription data retrieval between SMS Function and UDM.

* * * Next Change* * *

6.3.10
SMSF selection function

The SMSF selection function is supported by the AMF and is used to allocate an SMSF that shall manage the SMS service.

If the "SMS supported" indication is included in the Registration Request, the AMF checks SMS subscription from the UDM for the UE on whether the SMS service is allowed to the UE. If the SMS service is allowed, the AMF discovers and selects an SMSF to serve the UE. The SMSF discovery is based on the following methods:

-
SMSF's address preconfigured in the AMF (i.e., SMSF FQDN); or

-
SMSF's information available in the serving PLMN if received from an old AMF or the UDM; or

-
The AMF invokes Nnrf_NFManagement_Discovery service operation from NRF to discover the SMSF address as described in clause 5.2.7.1.2 of TS 23.502 [3].

For roaming scenario, the AMF discovers and selects an SMSF in VPLMN.
* * * End of Changes* * *

