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	Reason for change:
	Step 1 of clause 4.13.3.1 ‘Registration procedures for SMS over NAS’ of TS 23.502 describes that the UE indicates in “SMS supported” that the UE supports SMS delivery over NAS via current access which means that the UE indicates that it supports SMS delivery over NAS via 3GPP access at Registration over 3GPP access while the UE indicates that it supports SMS delivery over NAS via non-3GPP access at Registration over non-3GPP access.

1.
During Registration procedure in 5GS defined in Figure 4.2.2.2.2-1, to enable SMS over NAS transporting, the UE includes an "SMS supported" indication in Registration Request in step 1-3 indicating the UE's capability for SMS over NAS transport. The "SMS supported" indication indicates whether the UE supports SMS delivery over NAS via current access.

According to Table 5.2.3.3.1-1: Subscription data types in TS 23.502, “SMS Supported” that is part of “SMS Subscription data (data needed in AMF)” indicates whether the UE supports SMS delivery over NAS via 3GPP access, or via non-3GPP access, or via both the 3GPP and non-3GPP access.
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If the "SMS supported" indication is included in the Registration Request, the AMF checks whether the SMS service is allowed to the UE via current access based on this SMS Subscription data. Based on the checking, the AMF includes the "SMS supported" indication to the UE in the Registration Accept message.
Consequently, there is no case that 
1) the UE indicates that it supports SMS delivery over NAS via both 3GPP and non-3GPP accesses in a Registration Request.

2) the AMF indicates that SMS delivery over NAS is allowed via both 3GPP and non-3GPP accesses in a Registration Accept.
But, clause 5.16.2.2 incorrectly describes these cases while description for SMS delivery over NAS via non-3GPP access is missing.
During Registration procedure, a UE that wants to use SMS provides an "SMS supported" indication over NAS signalling indicating the UE's capability for SMS over NAS transport. "SMS supported" indication indicates whether UE can support SMS delivery over NAS via 3GPP access or via both 3GPP and non-3GPP access. If the core network supports SMS functionality, the AMF includes "SMS supported" indication to the UE, and whether SMS delivery over NAS via 3GPP access or via both the 3GPP and non-3GPP access is accepted by the network.



	
	

	Summary of change:
	Clarify that there is no case about SMS delivery over NAS via both 3GPP and non-3GPP accesses related to “SMS supported” indication from UE and from AMF.


	
	

	Consequences if not approved:
	“SMS supported” indication exchanged between UE and AMF is not clear.
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	Other comments:
	


**** Start of 1st Change ****
5.16.2.2
SMS over NAS transport

During Registration procedure, a UE that wants to use SMS provides an "SMS supported" indication over NAS signalling indicating the UE's capability for SMS over NAS transport. "SMS supported" indication indicates whether UE can support SMS delivery over NAS via current access, i.e. 3GPP access or non-3GPP access. If the core network supports SMS functionality, the AMF includes "SMS supported" indication to the UE, and whether SMS delivery over NAS via 3GPP access or via non-3GPP access is accepted by the network.

SMS is transported over NAS without the need to establish data radio bearers, via NAS transport message, which can carry SMS messages as payload.

**** End of Changes ****
