Page 1



SA WG2 Meeting #127
S2-183664
16 - 20 April, 2018, Sanya, China                                    

	CR-Form-v11

	CHANGE REQUEST

	

	
	23.501
	CR
	0305
	rev
	
	Current version:
	15.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction on capability negotation on “SMS over NAS” 

	
	

	Source to WG:
	Samsung

	Source to TSG:
	S2

	
	

	Work item code:
	5GS_Ph1
	
	Date:
	2018-04-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	 Registration procedure is performed separately for each access. Moreover, if the accessing PLMN is different between 3GPP and Non-3GPP access, the AMF will be different. 
So, during the registration procedure, it is not correct that  capability on ‘SMS over NAS transport’ can be negotiated for the other access.

	
	

	Summary of change:
	1.capability on ‘SMS over NAS transport’ is negotiated for current access only via which the UE sends the registration request message.
2. Redundent wording ”over NAS without the need to establish data radio bearers”  is removed.
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* * * Begin 1st change * * *
5.16.2.2
SMS over NAS transport

During Registration procedure for each access, a UE that wants to use SMS provides an "SMS supported" indication over NAS signalling indicating the UE's capability for SMS over NAS transport. "SMS supported" indication indicates whether UE can support SMS delivery over NAS via current  access. If the core network supports SMS functionality, the AMF includes "SMS supported" indication to the UE, and whether SMS delivery over NAS is accepted by the network via current access.

SMS is transported via NAS transport message, which can carry SMS messages as payload.
* * * End change * * *
