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First Change

5.3.2
Interactions between PCF and SMF

Npcf and Nsmf enable the PCF to have dynamic policy and charging control at a SMF.

Npcf and Nsmf enable the signalling of policy and charging decision and support the following functions:

-
Creation of a SM Policy Association as defined in clause 4.16 of TS 23.502 [3];;
-
Request for policy and charging control decision from the SMF to the PCF when a Policy Control Request Trigger related to Session Management has been met;

-
Provision of policy and charging control decision from the PCF to the SMF;

-

-
Deletion of a SM Policy Association as defined in clause 4.16 of TS 23.502 [3].
The N7 reference point is defined for the interactions between PCF and SMF in the reference point representation.

5.3.3
Interactions between PCF and AMF

Npcf and Namf enable the PCF to provide Access and Mobility Management related policies to the AMF and it support the following functions:

-
Creation of an AM Policy Association  as defined in clause 4.16 of TS 23.502 [3]; ;
-
Request for access and mobility management related policies from the AMF to the PCF when a Policy Control Request Trigger related to Access and Mobility Management has been met;
-
Provision of access and mobility management decision from the PCF to the AMF;


-
Deletion of an AM Policy Association  as defined in clause 4.16 of 23.502 [3];
-
Handling of transparent delivery UE access selection and PDU Session selection policy from PCF to the UE via the AMF.

The N15 reference point is defined for the interactions between PCF and AMF in the reference point representation.

5.3.4
Interactions between V-PCF and H-PCF

For roaming scenario, the interactions between V-PCF and H-PCF through Npcf enables the H-PCF to:

-

-
Creation of an AM Policy Association  as defined in clause 4.16 of 23.502 [3];
-
Provision of UE access selection and PDU Session selection policies to the V-PCF in the VPLMN;
-

-
Deletion of an AM Policy Association  as defined in clause 4.16 of 23.502 [3].
The N24 reference point is defined for the interactions between V-PCF and H-PCF in the reference point representation.
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