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	Reason for change:
	In the LS in RP-180598/SP-180242, TSG-RAN raised the problem of very large UE Radio Access Capability information and requested investigations into solutions, ideally within Release 15.
The cause of the large size is that for each frequency band; and for each combination of frequency bands, the UE can have different capabilities. 
e.g. 
- a 16 band device supporting Carrier Aggregation of 2 downlink channels, might support 16*15 channel combinations, requiring 240 sets of UE capability information. 

- When such a device supports CA of 3 downlink channels, there become 3360 potential channel combinations.
- While not all channel combinations are feasible, the CA of uplink carriers; the maximum supported bandwidth in each band; etc; add extra factors that increase the size.

With LTE-only devices, this already appears to be a problem: message size limits in TS 29.002 on (MAP, e.g. 2560 octets in AN-APDU) and TS 25.413 (RANAP/SCCP, perhaps around 4092 octets) seem to already be being exceeded.
The “option 3” architecture will cause at least one NR frequency band to be used, with Dual Connectivity, on top of the existing sets of LTE CA combinations. Hence, a further substantial size increase is likely (e.g. DC requires an uplink transmission to both Master and Secondary cell group, and hence its use is likely to change the capabilities of the LTE uplink CA combinations).
On the radio interface, the maximum message size seems to be limited by the PDCP (and SA3) specifications to 8188 octets. On the S1 interface, S1-AP/SCTP/IP use information elements with 16 bit length fields giving around 65 000 octet limits. TS 23.008 clause 2.13.60 implies that the MME need only store up to 8188 octets.
While it is anticipated that this S1-AP limit is adequate for Rel 15/NR-launch purposes, it is anticipated that the PDCP and MME limits of 8188 octets may be insufficient. 

RRC signalling allows the eNB to request a subset of capabilities from the UE, e.g. the eNB could request the UE to only supply information on its nr capabilities; or eutra-nr capabilities; or eutra capabilities. TS 36.330 clause 18 (figure 18-1) states “eNB decides if more capabilities are needed, e.g. based on which other RATs the UE supports”, the eNB gets the UE to supply these capabilities and then the “eNB… builds one UERadioAccessCapabilityInformation consisting of all known capabilities…” and then sends this to the MME for storage.
To minimise system impacts, this CR proposes to clarify that it is the responsibility of the RAN to provide a single UE capability to the MME.

	
	

	Summary of change:
	It is clarified that it is the RAN’s responsibility to build a single UE radio access capability IE for the MME to store.


	
	

	Consequences if not approved:
	The RAN may need to retrieve some or all of the UE’s radio capabilities at every Service Request procedure.

The MME may not provide adequate storage space for the UE radio capabilities
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5.11.2
UE Radio Capability Handling

The UE Radio Capability information contains information on RATs that the UE supports (e.g. power class, frequency bands, etc). Consequently, this information can be sufficiently large (e.g. >50 octets for a UE supporting a small number of frequency bands; or multiple kilo bytes for a UE supporting many frequency bands and a large multiplicity of combinations of these frequency bands) that it is undesirable to send it across the radio interface at every transition from ECM‑IDLE to ECM‑CONNECTED. To avoid this radio overhead, the MME stores the UE Capability information during ECM‑IDLE state and the MME shall, if it is available, send its most up to date UE Radio Capability information to the E‑UTRAN in the S1 interface INITIAL CONTEXT SETUP REQUEST message unless the UE is performing an Attach procedure or a Tracking Area Update procedure for the "first TAU following GERAN/UTRAN Attach" or for a "UE radio capability update".
NOTE 1:
For a GERAN/UTRAN/E-UTRAN capable UE, the UE Radio Capability information that the MME stores is broadly equivalent to the combination of the MS Radio Access capability sent in the TS 24.008 [47] Attach Request or RAU Request messages plus the E‑UTRAN Inter RAT Handover information sent in the TS 24.008 [47] Attach Complete or RAU Complete messages. The UTRAN Radio Capabilities are excluded owing to issues with the handling of dynamic UMTS security parameters.

If a UE supports both NB-IoT and WB-E-UTRAN, the UE handles the UE Radio capability information as follows:

-
When the UE is camping on NB-IoT the UE provides only NB-IoT UE radio capabilities to the network.

-
When the UE is camping on WB-E-UTRAN, the UE provides UE radio capabilities including WB-E-UTRAN UE radio capabilities but not NB-IoT UE radio capabilities to the network.

In order to handle the distinct UE radio capabilities, the MME stores a separate NB-IoT specific UE Radio Capability information when the UE provides the UE Radio Capability information while camping on NB-IoT.

When the UE is camping on NB-IoT, the MME sends, if available, the NB-IoT specific UE Radio Capability information to the E-UTRAN.

When the UE is camping on WB-E-UTRAN, the MME sends, if available, UE radio capabilities including WB-E-UTRAN UE radio capabilities but not NB-IoT radio capabilities.

For a UE that supports NR as a Secondary RAT, the UE's NR radio capabilities are contained within the UE Radio Capability IE.

If the UE is performing an Attach procedure or a Tracking Area Update procedure for the "first TAU following GERAN/UTRAN Attach" or for "UE radio capability update", the MME shall delete (or mark as deleted) any UE Radio Capability information that it has stored, and, if the MME sends an S1 interface INITIAL CONTEXT SETUP REQUEST or UE RADIO CAPABILITY MATCH REQUEST message during that procedure, the MME shall not send any UE Radio Capability information to the E‑UTRAN in that message. This triggers the E‑UTRAN to request the UE Radio Capability from the UE and to upload it to the MME in the S1 interface UE CAPABILITY INFO INDICATION message. The size of the UE Radio Capability information may be greater than can be carried in single RRC message but less than the maximum size of messages on the S1 interface. In this case, to obtain the information that it needs the RAN should send multiple requests to the UE for different sub-sets of UE Radio Capability information (e.g. one request per RAT). Then the RAN shall combine these subsets (excluding UTRAN and NB-IoT capabilities) into a single UE Radio Capability IE and upload it to the MME in the S1 interface UE CAPABILITY INFO INDICATION message.

The MME stores the UE Radio Capability information, and include it in further INITIAL CONTEXT SETUP REQUEST or UE RADIO CAPABILITY MATCH REQUEST messages in other cases than Attach procedure, Tracking Area Update procedure for the "first TAU following GERAN/UTRAN Attach" and "UE radio capability update" procedure.

If the UE is performing a Service Request (or other) procedure and the MME does not have UE Radio Capability information available (or it is available, but marked as "deleted"), then the MME sends an S1 interface INITIAL CONTEXT SETUP REQUEST message to the E‑UTRAN without any UE Radio Capability information in it. This triggers the E‑UTRAN to request the UE Radio Capability from the UE and upload it to the MME in the S1 interface UE CAPABILITY INFO INDICATION message.

NOTE 2:
This use of the INITIAL CONTEXT SETUP REQUEST message means that for a signalling only procedure such as a periodic Tracking Area Update, the UE Radio Capability would not be sent to the E‑UTRAN.

NOTE 3:
If a "first TAU following GERAN/UTRAN Attach" Tracking Area Update is performed during ECM-CONNECTED mode, e.g. after an inter RAT handover, no INITIAL CONTEXT SETUP REQUEST is sent and the UE Radio Capability information in the MME will remain deleted until the next ECM-IDLE to ECM-CONNECTED transition (or later, e.g. if the next activity from the UE is another Tracking Area Update).

For the CIoT EPS Optimisations, during the Attach procedure or the Tracking Area Update procedure, e.g. for the "first TAU following GERAN/UTRAN Attach", if the MME does not send an S1 interface INITIAL CONTEXT SETUP REQUEST to the E-UTRAN, the MME should obtain the UE Radio Capability information by sending the Connection Establishment Indication message without UE Radio Capability information included to the E-UTRAN. This triggers the E‑UTRAN to request the UE Radio Capability from the UE and upload it to the MME in the S1 interface UE CAPABILITY INFO INDICATION message. In subsequent ECM connections, if the MME does not send an S1 interface INITIAL CONTEXT SETUP REQUEST to the E‑UTRAN, the MME sends the UE Radio Capability to the E-UTRAN in the Connection Establishment Indication message or Downlink NAS Transport message.

The UE Radio Capability is not provided directly from one CN node to another. It will be uploaded to the MME when the E-UTRAN requests the UE Radio Capability information from the UE.

During handover via the MME (both intra RAT and inter RAT), the radio capability information for the source and target 3GPP RATs (with the possible exception of UTRAN and E-UTRAN) are transferred in the "source to target transparent container". Information on additional 3GPP RATs is optionally transferred in the "source to target transparent container". Transfer of the radio capability information related to the source and/or additional RATs is beneficial as it avoids the need for the target RAT to retrieve the information from the UE prior to a subsequent inter-RAT handover.

Owing to issues with dynamic UTRAN security parameters, special rules apply to the handling of the UTRAN radio capability information at inter-RAT handover (see e.g. the HandoverPreparationInformation message description in TS 36.331 [37] and the usage of the PS Handover Complete Ack message in TS 43.129 [8] and TS 48.018 [42])

To allow for the addition of future radio technologies, frequency bands, and other enhancements, the MME shall store the UE Radio Capability Information as defined in TS 23.008 [28].

The E‑UTRAN stores the UE Radio Capability information, received in the S1 interface INITIAL CONTEXT SETUP REQUEST message or obtained from the UE, for the duration of the RRC connection for that UE. Before any handover attempt from E‑UTRAN to UTRAN, the E‑UTRAN retrieves the UE's UTRAN Radio Capabilities from the UE.

If the UE's non-UTRAN UE Radio Capability information changes while in ECM-IDLE state (including cases of being in GERAN/UTRAN coverage), the UE shall perform a Tracking Area Update indicating "UE radio capability update" when it next returns to E‑UTRAN coverage.

NOTE 4:
In this release of the specifications, "UE radio capability update" is only supported for changes of GERAN radio capabilities in ECM-IDLE. Any change in the UE's E‑UTRAN capabilities requires the UE to detach and then re-attach to the system.

The MME may also request for Voice Support Match Information. If requested, the eNB then derives and provides an indication to the MME whether the UE radio capabilities are compatible with the network configuration (e.g. whether the UE supports the frequency bands that the network may rely upon for providing "full" PS voice coverage or whether the UE supports the SRVCC configuration of the network e.g. E-UTRAN to GERAN) as defined in clause 5.3.14.

*********** end of changes **********
