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**** First Change ****
5.3.2.3
Registration Area management

Registration Area management comprises the functions to allocate and reallocate a Registration area to a UE. Registration area is managed per access type i.e., 3GPP access or Non-3GPP access.

When a UE registers with the network over the 3GPP access, the AMF allocates a set of tracking areas in TAI List to the UE. When the AMF allocates registration area, i.e. the set of tracking areas in TAI List, to the UE it may take into account various information (e.g. Mobility Pattern and Allowed/Non-Allowed Area (refer to clause 5.3.4.1)). An AMF which has the whole PLMN as serving area may alternatively allocate the whole PLMN ("all PLMN") as registration area to a UE in MICO mode (refer to clause 5.4.1.3).
The 5G System shall support allocating a Registration Area using a single TAI List which includes tracking areas of any NG-RAN nodes in the Registration Area for a UE.

When a UE registers with the network over the Non-3GPP access, the UE receives from the AMF a registration area for Non-3GPP access corresponding to a unique standardized reserved TAI value  corresponding to the “whole PLMN”. There is thus a unique Tracking Area for the Non-3GPP access to 5GC, that is called the N3GPP TAI.

When generating the TAI list, the AMF shall include only TAIs that are applicable on the access where the TAI list is sent.

The additional aspects for registration management when a UE is registered over one access type while the UE is already registered over the other access type is further described in clause 5.3.2.4.
**** End of Changes ****

