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Abstract of the contribution: This contribution proposes the solution to return EPS/5GS after 5G SRVCC.
1. Discussion
In the SID, the objective includes:

· Investigate solutions to support return to 5GS when voice call ends in CS domain of UMTS.

Once the CS voice ended in 3G, there are two scenario for potential returning:

· 1) There only has E-UTRAN (connected to EPC) coverage; or

· 2) There has E-UTRAN (connected to EPC) and 5G RAN node coverage;
For the case one, the UE only can return EPS;
For the case two, if the RNS in the 3G is not upgrade, the RNC cannot send RRC release with redirection to help UE return to 5GS. It proposes depending on the UE implementation to return 5GS to avoid the impact on RNC.
2. Proposal

It is proposed to adopt the following in TS 23.756.
* * * 2nd Change* * * *
6.X
Solution for key issue X: Return EPS After 5G SRVCC
6.X.1
Description

This solution is similar with the existing Return back to E-UTRAN in the TS 23.216.
Once CS service ends in CS domain and configured to support the return to E-UTRAN after SRVCC, the MSC shall indicate this to UTRAN during the release of an RR connection that was established for SRVCC, e.g. by indicating the last used E-UTRAN PLMN. UTRAN may use the indication from the MSC to determine which of the existing mechanisms that should be used to move the UE to E-UTRAN.
The 3G context in the UE are independent with 5G UE context. 
If the UE has performed the RAU in the UTRAN, the mobility procedure from UTRAN to E-UTRAN defined in 23.401 is applied.

If the UE does not perform the RAU in the UTRAN, when the UE access to EPS, it perform idle mobility procedure from 5GS to EPS with N26 defined in the 23.502 clause 4.11.1.3.2. The UE shall include EPS GUTI that is mapped from 5G-GUTI as old Native GUTI and indicate that it is moving from 5GC. The UE integrity protects the TAU request message using the 5G security context.
6.X.2
Procedures

Editor's Note: Describes the high-level operation, procedures and information flows for the solution.
6.X.3
Impact on existing nodes and functionality
Editor's Note: Impacts on existing nodes or functionality will be added.
6.Y
Solution for key issue Y: Return 5GS After 5G SRVCC
6.Y.1
Description

To avoid impact on the RNC, this solution proposes that it depends on the UE implementation to return 5GS, e.g. the UE is configured that the 5GS is preferred, the RFSP during the UE camping on the 5GS.
The 3G context in the UE are independent with 5G UE context. After the UE reselects the 5GS cell, it performs mobility registration procedure which is defined in the 23.502 clause 4.2.2.2.2 with UE 5G native context.
6.Y.2
Procedures

Editor's Note: Describes the high-level operation, procedures and information flows for the solution.
6.Y.3
Impact on existing nodes and functionality
Editor's Note: Impacts on existing nodes or functionality will be added.
* * * End of Changes* * * *
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