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	Reason for change:
	Current specification TS23.502 doesn’t provide the network requested PDU session Release procedure via untrusted non-3GPP access. This signalling procedure needs to be  added because the Network is allowed to initiate the release of a PDU session over non-3GPP access.

	
	

	Summary of change:
	Add a new clause to describe the signalling procedure of the network requested PDU session Release via untrusted non-3GPP access. The core network handling refers the network requested PDU session release for Non-Roaming and Roaming with Local Breakout in clause 4.3.4.2. The N3IWF handling refers the UE requested PDU SessionRelease via untrusted non-3GPP access in clause 4.12.7.
The new clause describes the difference in respect the existing UE or Network PDU session release procedure for 3GPP.
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[bookmark: _Toc476030922][bookmark: _Toc470196727][bookmark: _Toc493684473][bookmark: _Toc493684476]***** Start of Change *****
[bookmark: _Toc501716558][bookmark: _Toc501716563]4.12.x Network Requested PDU Session Release via Untrusted non-3GPP access 
The PDU session Release Procedure via untrusted non-3GPP access allows the SMF or PCF to initiate the release of a PDU Session.
The Procedure is the same as the network requested PDU Session Release Procedure specified in clause 4.3.4.2 (for Non-Roaming and Roaming with Local Breakout) with the following differences: 
-	The (R)AN corresponds to an N3IWF.
- 	In step 5 the N3IWF upon receiving N2 SM request to release the AN resources associated with the PDU Session from the AMF, the N3IWF triggers the release of the corresponding Child SA to the UE as specified in step 5 and 6, in Figure 4.12.7 clause 4.12.7.
-	User Location Information is not included in the step 6, 7a, 9, 10a and 12 of the procedure.
***** End of Changes *****
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