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	Reason for change:
	TS 23.503 states that URSP is only applied when there is no applicable user preference for the matching application which is not reflected in TS 23.501
6.1.2.2.1
General/TS 23.503
…

When the UE has valid USRP rules, the UE shall perform the association based on user preference and these rules. URSP is only applied when there is no applicable user preference for the matching application. 
….
5.15.5.3
Establishing a PDU Session in a Network Slice/TS 23.501

The PDU Session Establishment in a Network Slice to a DN allows data transmission in a Network Slice. A PDU Session is associated to an S-NSSAI and a DNN. A UE that is registered in a PLMN over an Access Type and has obtained a corresponding Allowed NSSAI, shall indicate in the PDU Session Establishment procedure the S-NSSAI according to the NSSP in the URSP and, if available, the DNN the PDU Session is related to. The UE includes the appropriate S-NSSAI from this Allowed NSSAI and, if mapping of the Allowed NSSAI to the Configured NSSAI for the HPLMN was provided, an S-NSSAI with the corresponding value from the Configured NSSAI for the HPLMN.

…
1. According to clause 6.1.2.2.1/TS 23.503, URSP is only applied when there is no applicable user preference for the matching application. In another word, the user preference has higher priority than URSP.

2. In clause 5.15.5.3/TS 23.501, user preference is not used. Instead, UE should use the NSSP in the URSP to select the S-NSSAI (and DNN if applicable) for the PDU Session Establishment procedure if UE has obtained URSP. 
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	The UE shall select S-NSSAI for PDU Session Establishment according to TS 23.503.
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######################### START CHANGES ###########################
5.15.5.3
Establishing a PDU Session in a Network Slice
The PDU Session Establishment in a Network Slice to a DN allows data transmission in a Network Slice. A PDU Session is associated to an S-NSSAI and a DNN. A UE that is registered in a PLMN over an Access Type and has obtained a corresponding Allowed NSSAI, shall indicate in the PDU Session Establishment procedure the S-NSSAI which is selected according to clause 6.1.2.2.1 and 6.6.2 of TS 23.503 [45] and, if available, the DNN the PDU Session is related to. The UE includes the appropriate S-NSSAI from this Allowed NSSAI and, if mapping of the Allowed NSSAI to the Configured NSSAI for the HPLMN was provided, an S-NSSAI with the corresponding value from the Configured NSSAI for the HPLMN.

If the URSP (which includes the NSSP) is not available in the UE and there is no user preference, the UE shall not indicate any S-NSSAI in the PDU Session Establishment procedure.
The network operator (HPLMN) may provision the UE with Network Slice selection policy (NSSP) as part of the URSP rules, see TS 23.503 [45], clause 6.6.2. The NSSP rules associate an application with one or more S-NSSAIs in Configured NSSAI for the HPLMN of the UE. A default rule which matches all applications to an S-NSSAI in Configured NSSAI for the HPLMN may also be included. When a UE application associated with a specific S-NSSAI requests data transmission, 

-
if the UE has one or more PDU Sessions established corresponding to the specific S-NSSAI, the UE routes the user data of this application in one of these PDU Sessions, unless other conditions in the UE prohibit the use of these PDU Sessions. If the application provides a DNN, then the UE considers also this DNN to determine which PDU Session to use. This is further described in TS 23.503 [45], clause 6.6.2.
The UE shall store the URSP rules, including the NSSP, as described in TS 23.503 [45].
If the UE does not have a PDU Session established with this specific S-NSSAI, the UE requests a new PDU Session corresponding to this S-NSSAI and with the DNN that may be provided by the application. In order for the RAN to select a proper resource for supporting network slicing in the RAN, RAN needs to be aware of the Network Slices used by the UE. This is further described in TS 23.503 [45], clause 6.6.2.
If the AMF is not able to determine the appropriate NRF to query for the S-NSSAI provided by the UE, the AMF may query the NSSF with this specific S-NSSAI, location information, PLMN ID of the SUPI. The NSSF determines and returns the appropriate NRF to be used to select NFs/services within the selected Network Slice instance. The NSSF may also return an NSI ID identifying the Network Slice instance to use for this S-NSSAI. The address of the NSSF is locally configured in the AMF.

SMF discovery and selection within the selected Network Slice instance is initiated by the AMF when a SM message to establish a PDU Session is received from the UE. The appropriate NRF is used to assist the discovery and selection tasks of the required network functions for the selected Network Slice instance.
The AMF queries the appropriate NRF to select an SMF in a Network Slice instance based on S-NSSAI, DNN, NSI-ID (if available) and other information e.g. UE subscription and local operator policies, when the UE triggers PDU Session Establishment. The selected SMF establishes a PDU Session based on S-NSSAI and DNN.
When the AMF belongs to multiple Network Slices, based on configuration, the AMF may use an NRF at the appropriate level for the SMF selection.
For further details on the SMF selection, refer to clause 4.3.2.2.3 in TS 23.502 [3].

When a PDU Session for a given S-NSSAI is established using a specific Network Slice instance, the CN provides to the (R)AN the S-NSSAI corresponding to this Network Slice instance to enable the RAN to perform access specific functions.
The UE shall not perform PDU Session handover from one Access Type to another if the S-NSSAI of the PDU Session is not included in the Allowed NSSAI of the target Access Type.
5.15.6
Network Slicing Support for Roaming
For roaming scenarios:

-
If the UE only uses standard S-NSSAI values, then the same S-NSSAI values can be used in VPLMN as in the HPLMN.

-
If the VPLMN and HPLMN have an SLA to support non-standard S-NSSAI values in the VPLMN, the NSSF of the VPLMN maps the Subscribed S-NSSAIs values to the respective S-NSSAI values to be used in the VPLMN. The S-NSSAI values to be used in the VPLMN are determined by the NSSF of the VPLMN based on the SLA. The NSSF of the VPLMN need not inform the HPLMN of which values are used in the VPLMN.


Depending on operator's policy and the configuration in the AMF, the AMF may decide the S-NSSAI values to be used in the VPLMN and the mapping to the Subscribed S-NSSAIs.

-
The UE constructs Requested NSSAI and provides the mapping of each S-NSSAI of the Requested NSSAI to the S-NSSAIs of the Configured NSSAI for the HPLMN if the mapping is stored in the UE, as described in clause 5.15.5.2.1.

-
The NSSF in the VPLMN determines the Allowed NSSAI without interacting with the HPLMN.

-
The Allowed NSSAI in the Registration Accept includes S-NSSAI values used in the VPLMN. The mapping information described above is also provided to the UE with the Allowed NSSAI as described in clause 5.15.4.

-
In PDU Session Establishment procedure, the UE includes an S-NSSAI from the Allowed NSSAI (an S-NSSAI with a value defined by the Serving PLMN) that maps to the an S-NSSAI from the Configured NSSAI for the HPLMN S-NSSAI selected according to clause 6.1.2.2.1 and 6.6.2 of TS 23.503 [45]  (an S-NSSAI with a value defined by the HPLMN), using the mapping of the Allowed NSSAI to the Configured NSSAI for the HPLMN. The S-NSSAI from the mapping of the Allowed NSSAI to the Configured NSSAI for the HPLMN is also included in the procedure. For the home routed case, the V-SMF sends the PDU Session Establishment Request message to the H-SMF along with the S-NSSAI with the value from the HPLMN. 
-
When a PDU Session is established, the CN provides to the AN the S-NSSAI with the value from the VPLMN corresponding to this PDU Session, as described in clause 5.15.5.3.
-
The Network Slice instance specific network functions in the VPLMN are selected by the VPLMN by using the S-NSSAI with the value from the VPLMN and querying an NRF that has either been pre-configured, or provided by the NSSF in the VPLMN. The Network Slice specific functions of the HPLMN (if applicable) are selected by the VPLMN by using the related S-NSSAI with the value from the HPLMN via the support from an appropriate NRF in the HPLMN, identified as specified in clause 4.17.5 of TS 23.502 [3] and, for SMF in clause 4.3.2.2.3.3 of TS 23.502 [3].
######################### END CHANGES ###########################
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