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######################### START CHANGES ###########################
5.9.4
5G Globally Unique Temporary Identifier
The AMF shall allocate a 5G Globally Unique Temporary Identifier (5G-GUTI) to the UE that is common to both 3GPP and non-3GPP access. It shall be possible to use the same 5G-GUTI for accessing 3GPP access and non-3GPP access security context within the AMF for the given UE. An AMF may re-assign a new 5G-GUTI to the UE at any time. The AMF may delay updating the UE with its new 5G-GUTI until the next NAS transaction.

The 5G-GUTI shall be structured as:


<5G-GUTI> := <GUAMI> <5G-TMSI>


where GUAMI identifies the assigned AMF and 5G-TMSI identifies the UE uniquely within the AMF.

The Globally Unique AMF ID (GUAMI) shall be structured as:


<GUAMI> := <MCC> <MNC> <AMF Region ID> <AMF Set ID> <AMF Pointer>


where AMF Region ID identifies the region and AMF Set ID uniquely identifies the AMF Set within the AMF Region. The AMF Pointer can be either distinct (i.e. advertised on N2 by only one AMF) or shared (i.e. advertised on N2 by more than one AMF). A distinct AMF Pointer uniquely identifies the AMF within the AMF Set. A shared AMF Pointer identifies a “storage” resource that can be reached via more than one AMFs.
NOTE 1:
The AMF Region ID addresses the case that there are more AMFs in the network than the number of AMFs that can be supported by AMF Set ID and AMF Pointer by enabling operators to re-use the same AMF Set IDs and AMF Pointers in different regions.
NOTE 2: See TS 23.003 [19] for details on the structure of the fields of GUAMI.
NOTE 3:
When UE is assigned a 5G-GUTI with a shared AMF Pointer the 5GC network needs to ensure that the 5G-TMSI value associated with the shared AMF Pointer is not already in use. 
The 5G-S-TMSI is the shortened form of the GUTI to enable more efficient radio signalling procedures (e.g. during Paging and Service Request) and is defined as:


<5G-S-TMSI> := <AMF Set ID> <AMF Pointer> <5G-TMSI>
######################### NEXT CHANGE ###########################
5.19.3
AMF Load Balancing

The AMF Load Balancing functionality permits UEs that are entering into an AMF Region/AMF Set to be directed to an appropriate AMF in a manner that achieves load balancing between AMFs. This is achieved by setting a Weight Factor for each AMF, such that the probability of the 5G-AN selecting an AMF is proportional to Weight Factor of the AMF. The Weight Factor is typically set according to the capacity of an AMF node relative to other AMF nodes. The Weight Factor is sent from the AMF to the 5G-AN via NGAP messages (see TS 38.413 [34]).

NOTE 1:
An operator may decide to change the Weight Factor after the establishment of NGAP connectivity as a result of changes in the AMF capacities. E.g., a newly installed AMF may be given a very much higher Weight Factor for an initial period of time making it faster to increase its load.

NOTE 2:
It is intended that the Weight Factor is NOT changed frequently. e.g. in a mature network, changes on a monthly basis could be anticipated, e.g. due to the addition of 5G-AN or 5GC nodes.

NOTE 3:
Weight Factors are associated only for distinct AMFs Pointer values. There are no Weight Factors associated with shared AMF Pointer values.
Load balancing by 5G-AN node is only performed between AMFs that belong to the same AMF set, i.e. AMFs with the same PLMN and AMF Set ID value.

The 5G-AN node may have their Load Balancing parameters adjusted (e.g. the Weight Factor is set to zero if all subscribers are to be removed from the AMF, which will route new entrants to other AMFs within an AMF Set).

######################### NEXT CHANGE ###########################
5.21.2
AMF Management
5.21.2.1
AMF Addition/Update
The 5G System should support establishment of association between AMF and 5G-AN node.

A new AMF can be added to an AMF set and association between AMF and GUAMI can be created and/or updated as follows:
-
AMF shall be able to dynamically update the NRF with the new or updated GUAMI(s) to provide mapping between GUAMI(s) and AMF information. Association between GUAMI(s) and AMF is published to NRF. In addition, to deal with planned maintenance and failure, an AMF may optionally provide backup AMF information, i.e. it act as a backup AMF if the indicated GUAMI associated AMF is unavailable. Based on that information one GUAMI is associated with an AMF, optionally with a backup AMF used for planned removal and/or another (same or different) backup AMF used for failure.
-
Upon successful update, the NRF considers the new and/or updated GUAMI(s) for providing AMF discovery results to the requester. Requester can be other CP network functions.
Information about new AMF should be published and available in the DNS system. It should allow 5G-AN to discover AMF and setup associations with the AMF required. N2 setup procedure should allow the possibility of AMFs within the AMF Set to advertise a shared AMF Pointer value in addition to a distinct AMF Pointer value to the 5G-AN node.

To support the legacy EPC core network entity (i.e. MME) to discover and communicate with the AMF, the information about the AMF should be published and available in the DNS system. Furthermore, GUMMEI and GUAMI encoding space should be partitioned to avoid overlapping values in order to enable MME discover an AMF without ambiguity.
######################### END CHANGES ###########################
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