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Abstract of the contribution: This contribution proposes to modify the architectural assumption so that Emergency PDN connection can be established in addition to RLOS PDN connection for RLOS-attached UE.
Discussion
In order to support IMS emergency service for RLOS-attached UE, additional PDN connection establishment for emergency service should be supported except for the RLOS-dedicated PDN connection.

Proposal
It is proposed to agree the following changes to TR23.715 v0.3.0.
***** Start of Changes *****
4.1
Architectural Assumptions

The goal of the study is to enable access to those Restricted Local Operator Services (RLOS), however the definition of such restricted local operator services offered by an operator is out of scope of 3GPP.

Architectural assumptions are the following:

-
Access to RLOS is only possible for UEs when using EPC via E-UTRAN as IPCAN.

-
Both unauthenticated and authenticated UEs can access RLOS via the same architecture.


An authenticated UE allowed to access EPC may access the same services that are provided as RLOS but in this case, it is not within the scope of RLOS.

-
The UE shall indicate to the EPC and the IMS network that the request is a request for RLOS.

-
The standard shall support IMS emergency services for UEs attached for RLOS.

-
Allowing access to RLOS is completely under the local operator's control.

-
The solution shall support both non-IMS and IMS RLOS services.

-
When RLOS are accessed via IMS sessions:

1)
they do not require any specific support for location over and above what is defined by IMS already;

2)
they do not require any specific support regarding call back to the user that has initiated the session;

3)
the IMS RLOS are securely isolated to avoid e.g. DOS attacks to IMS entities offering regular IMS services.

-
Only UE-originated RLOS requests are supported.

-
No support of multiple PDN connections except for IMS emergency PDN connection.

-
No support of mobile terminated services.

-
This feature is only applicable to EPS 3GPP access.

-
Inter-RAT handovers and handover between 3GPP and non-3GPP accesses are not supported.
***** End of Changes *****
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