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	Reason for change:
	Clause 6.6.1.3 states:
When the UE is roaming the UE may have valid WLANSP policies from both the VPLMN and the HPLMN. In such a case the UE gives priority to the valid WLANSP rules from the VPLMN.
Clause 6.6.2.2 states: 

The UE may be provisioned with URSP rules by PCF of the HPLMN. When the UE is roaming, the PCF in the HPLMN may update the URSP rule in the UE. In addition, the UE may be also pre-configured with URSP rules (e.g. by the operator). The URSP rules provisioned by the PCF take precedence over the pre-configured URSP rules, if both are present.

Those means the V-PCF can provide WLANSP policies to the UE based on the local policy; however, it can’t change URSP provided by the H-PCF.

Clause 6.2.1.4 states:

For UE policy control, V-PCF receives the UE policy from H-PCF and forwards it to the UE. V-PCF can send additional UE policy to the UE. The UE policy from the V-PCF may be different from the one from H-PCF. 
It is unclear what are the additional UE policies V-PCF can provide to the UE.

	
	

	Summary of change:
	Clarify V-PCF can only provide to the UE the additional WLANSP policies.

	
	

	Consequences if not approved:
	Unclear on V-PCF behaviour to handle UE policy in the roaming case.
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First Change

6.2.1.4
V-PCF

The V-PCF is a functional element that encompasses policy control decision functionalities in the VPLMN.

For SM-related policy control, the V-PCF only includes functionality for local breakout based on roaming agreement.

For UE policy control, V-PCF receives the UE policy from H-PCF and forwards it to the UE. V-PCF can send additional UE policy (i.e. WLANSP policies) to the UE, in that case, the UE policy from the V-PCF may be different from the one from H-PCF.
For access and mobility related policy control, V-PCF generates RFSP Index and Service Area Restriction.
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