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* * * * First Change * * * *
5.2.2
AMF Services
5.2.2.1
General

The following table shows the AMF Services and AMF Service Operations.

Table 5.2.2.1-1: List of AMF Services

	Service Name
	Service Operations
	Operation

Semantic
	Known Consumer(s)

	Namf_Communication
	UEContextTransfer

	Request/ Response
	Peer AMF

	
	RegistrationCompleteNotify
	Subscribe / Notify
	Peer AMF

	
	N1MessageNotify
	Subscribe / Notify


	SMF, SMSF, PCF, NEF, LMF

	
	N1MessageSubscribe
	
	SMF, SMSF, PCF, NEF

	
	N1MessageUnSubscribe
	
	SMF, SMSF, PCF, NEF

	
	N1N2MessageTransfer
	Request/ Response
	SMF, SMSF, PCF, NEF, LMF

	
	N2InfoSubscribe
	Subscribe / Notify


	SMF

	
	N2InfoUnSubscribe
	
	SMF

	
	N2InfoNotify
	
	SMF, LMF

	
	EBIAssignment
	Request/Response
	SMF

	
	AMFStatusChangeSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeUnSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeNotify
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	Namf_EventExposure
	Subscribe
	Subscribe / Notify
	NEF, SMF, PCF, UDM

	
	Unsubscribe
	Subscribe / Notify
	NEF, SMF, PCF, UDM

	
	Notify
	Subscribe / Notify
	NEF, SMF, PCF, UDM

	Namf_MT
	EnableUEReachability
	Request/Response
	NEF, SMF, PCF, UDM

	
	ProvideDomainSelectionInfo
	Request/Response
	UDM

	Namf_Location
	ProvideLocation
	Request/Response
	GMLC, UDM

	
	EventNotify
	Subscribe / Notify
	GMLC


* * * * Next Change * * * *
5.2.2.5.X
Namf_UEContextInfo_ ProvideDomainSelectionInfo
Service operation name: Namf_ UEContextInfo_ ProvideDomainSelectionInfo
Description: Provides the UE information for terminating domain selection of IMS voice to the consumer NF.

Input, Required: SUPI.

Input, Optional: none.
Output, Required: Indication of supporting IMS voice over PS Session or not, Time stamp of the last radio contact with the UE, Current RAT type.
Output, Optional: none.
* * * * End of Changes * * **
