Page 1



3GPP TSG-SA WG2 Meeting #128-bis 
S2-187711
Sophia Antipolis, France, 20 - 24 August 2018





  
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	23.501
	CR
	0553
	rev
	-
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction to SMSF discovery and selection

	
	

	Source to WG:
	Telecom Italia

	Source to TSG:
	SA2

	
	

	Work item code:
	5GS_Ph1
	
	Date:
	2018-07-25

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In clause 6.3.10 one of the methods for SMSF selection is described as follows:
-
The AMF invokes Nnrf_NFManagement_Discovery service operation from NRF to discover the SMSF address as described in clause 5.2.7.1.2 of TS 23.502 [3].

However the NRF service name is wrong (it is an old one) and the referenced clause does not exist any more.

	
	

	Summary of change:
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- Corrected the reference to the corresponding clause in TS 23.502.
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*************** Star of changes ***************

6.3.10
SMSF discovery and selection

The SMSF selection function is supported by the AMF and is used to allocate an SMSF that shall manage the SMS.

If the "SMS supported" indication is included in the Registration Request, the AMF checks SMS subscription from the UDM for the UE on whether the SMS is allowed to the UE.

If the SMS is allowed and the UE Context stored in AMF includes an SMSF address, the AMF retrieves the SMSF address included in UE Context (according to Table 5.2.2.2.2-1 of TS 23.502 [3]).

If the SMS is allowed and the UE Context stored in AMF doesn't include an SMSF address, the AMF discovers and selects an SMSF to serve the UE.

The SMSF selection may be based on the following methods:

-
SMSF's address preconfigured in the AMF (i.e., SMSF FQDN); or

-
SMSF information available in the serving PLMN if received from an old AMF or the UDM; or

-
The AMF invokes Nnrf_NFDiscovery service operation from NRF to discover the SMSF address as described in clause 5.2.7.3.2 of TS 23.502 [3].

For roaming scenario, the AMF discovers and selects an SMSF in VPLMN.

*************** End of changes ***************
