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	Reason for change:
	There is a terminology confusion when it comes to the term routing rules because it is used for NBIFOM as well as for IPv6 multi-homed functionality. 

	
	

	Summary of change:
	Rename routing rule to IPv6 multi-homed routing rule.

	
	

	Consequences if not approved:
	Confusing terminology.
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	Other comments:
	


* * * First change* * * *
5.8.2.2.2
Routing rules configuration

When the UE has an IPv6 multi-homed PDU Session the UE selects the source IPv6 prefix according to IPv6 multi-homed routing rules pre-configured in the UE or received from network. IPv6 multi-homed routing rules received from the network have a higher priority than IPv6 multi-homed routing rules pre-configured in the UE
The SMF can decide the IPv6 multi-homed routing rules for a UE based on local configuration or dynamic policy received from the PCF as defined in TS 23.503[45]. The SMF can send IPv6 multi-homed routing rules to the UE to influence the source IP prefix selection in IPv6 Router Advertisement (RA) messages according to RFC 4191 [8] at any time during the lifetime of the IPv6 multi-homed PDU Session. Such messages are sent via the UPF.
NOTE:
For multiple IPv4 PDU Session and multiple IPv6 PDU Session cases, routing rule based PDU Session selection is not specified in this Release of the specification.
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