
3GPP TSG-SA WG2 Meeting #128bis 
S2-187965
20 - 24 Aug 2018, Sophia Antipolis, France


Title:
[Draft] Reply LS on Clarifications on Binding Data usage in UDR
Response to:
LS (S2-187647/ C3-184543) on Clarifications on Binding Data usage in UDR
Release:
Rel-15

Work Item:
5GS_Ph1

Source:
SA2
To:
CT3, CT4
Cc:

Contact Person:


Name:
Susan (Shufeng) Shi
Tel. Number:


E-mail Address:
susan (dot) shishufeng (at) huawei (dot) com

Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 


Attachments:
S2-187963 (CR 0671), S2-188253 (CR 0139)
1. Overall Description:

SA2 thanks CT3 for informing the consideration on usage of binding information data and asking for SA2 view.

Please find below SA2 answers to the questions from CT3:
Question: a)
What is the rationale (and use cases) for storing the binding data in the UDR as structured data, as opposed to storing it in the UDSF for instance?
[SA2 Answer] The binding information would only be operated by BSF in R15, and currently there is no use case where the binding information can be used by any other NF than BSF. Therefore SA2 decided to remove the description of storing the binding information in the UDR from TS 23.502 and TS 23.503, as agreed in the attached CRs. In this case, the BSF only needs to store the binding information internally or in the UDSF.
Question: b)
Is binding information data a candidate for subscription to change notifications? If so, could you please expand on the use cases (e.g. which service consumer would subscribe for such notifications and why)?
[SA2 Answer] No. BSF is the only consumer of these binding information data.
Question: c)
In table 5.2.12.2.1-1 of TS 23.502, the Data key specified for the binding information data is the SUPI. This poses an issue for emergency calls when the SUPI is not available. Can the PEI be used as data key in this case?
[SA2 Answer] SA2 already approved a set of CRs as attached to remove the binding information data within UDR, therefore there is no issue with using Data key to access binding information in the UDR. In case the binding information is stored in the BSF or UDSF, UE address provided by the consumer can be used to find the binding information by the BSF.
2. Actions:

To 3GPP CT WG3 and 3GPP CT WG4.
ACTION: 
SA2 kindly asks CT3 and CT4 to take the information above into account in their specifications.
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