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Abstract of the contribution: This contribution proposes to include the applicability of UE Configuration Update procedure in the context of 5G-RG connected to 5GC via W-5AN.
1. Discussion
The UE Configuration Update procedure in the context of 5G-RG connected to 5GC via W-5GAN,

a) via AMF -  is applicable in the case where the AMF receives Subscriber Data Update Notification from the UDM. 
b) via PCF – is applicable in the case where the PDU session selection related policy information need to be updated at the UE as defined in TS 23.503 clause 6.6.

The proposal is to update the table 6.5.1-1, the UE Configuration Update procedure and its applicability to 5G-RG connected via W-5GAN as applicable and delete the editor’s note. 
2. Proposal
It is proposed to agree the following into the TR 23.716.
* * * First change * * * *

6.5.1
5G-RG connected to W-5GAN

Comparing to the CM-IDLE state for untrusted non-3GPP access, the CM-IDLE state for 5G-RG connected via W-5GAN defined in TS 23.501 [2] clause 5.5.2 is applicable with following modifications:

-
The UE is replaced by 5G-RG

-
The 5G-RG moves from CM-CONNECTED state to CM-IDLE state only in the case of connectivity failure with the AMF.

Similar as untrusted non-3GPP access, the paging procedure is not applicable for 5G-RG.

Comparing to the CM-CONNECTED state for untrusted non-3GPP access, the CM-CONNECTED state for 5G-RG connected via W-5GAN defined in TS 23.501 [2] clause 5.5.1 is applicable with following modifications:

-
The UE is replaced by 5G-RG

The Connection procedures defined in TS 23.502 [3] are applicable as described in the table 6.5.1-1.

Table 6.5.1-1: Applicability of Connection procedure defined in TS 23.502 [3]

	Procedure
	Reference
	Applicability to 5G-RG connected via W-5GAN

	UE triggered service request in CM_IDLE state
	TS 23.502 [3] clause 4.2.3.2
	Applicable. It can be used by the 5G-RG to try to move from CM_IDLE state to CM_CONNECTED state.

	UE triggered service request in CM_CONNECTED state
	TS 23.502 [3] clause 4.2.3.3
	Applicable. It is used to activate PDU sessions.

	Network triggered service request
	TS 23.502 [3] clause 4.2.3.4
	Applicable only when the 5G-RG is CM_CONNECTED state since there is no connectivity in CM_IDLE state in non-3GPP access. For example, the paging part of the procedure is not applicable, while in case that UPF receives downlink data of a PDU session and there is no W-5GAN tunnel information stored in UPF for the PDU session, the network triggered service request can be performed

	Generic UE configuration update
	TS 23.502 [3] clause 4.2.4
	 Applicable

	UE reachability
	TS 23.502 [3] clause 4.2.5
	Not applicable

	UE context release in AN
	TS 23.502 [3] clause 4.2.6
	Applicable

	N2 procedure
	TS 23.502 [3] clause 4.2.7
	Applicable

	Feature specific UE/RAN Radio information and Compatibility Request procedure
	TS 23.502 [3] clause 4.2.8
	Not applicable



Editor's note:
Whether a procedure equivalent to Feature specific UE/RAN Radio information and Compatibility Request procedure is required for 5G-RG is FFS.

Editor's note:
The detailed description of Connection management procedures defined in TS 23.502 [3] for the scenario of 5G-RG connected to a W-5GAN are FFS.

* * * End of change * * * *
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