
SA WG2 Meeting #S2-128
S2-186502

02 - 06 July, 2018, Vilnius, Lithuania

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	23.501
	CR
	0475
	rev
	-
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	x


	

	Title:

	MCC implementation correction of 23.501 CR0255R7

	
	

	Source to WG:
	MCC

	Source to TSG:
	S2

	
	

	Work item code:
	5GS_Ph1
	
	Date:
	2018-06-25

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Correction of incorrect implementation of 23.501 CR0255R7.

	
	

	Summary of change:
	The missed addition of 'the' and deleton of 'how' is proposed for implementation.


	
	

	Consequences if not approved:
	Misunderstanding of the provision in the TS is possible.
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	Other comments:
	This is an MCC mis-implementation CR and may be merged into another CR which also changes clause 5.15.5.2.2.


**** FIRST CHANGE ****

5.15.4.1.2
Mapping of S-NSSAIs values in the Allowed NSSAI and in the Requested NSSAI to the S-NSSAIs values used in the HPLMN

One or more S-NSSAIs in an Allowed NSSAI provided to the UE can have values, which are not part of the UE's current Network Slice configuration information for the Serving PLMN. In this case, the Allowed NSSAI needs to be provided together with the mapping of each S-NSSAI of the Allowed NSSAI to the S-NSSAI(s) of the Configured NSSAI for the HPLMN. This mapping information is sufficient to allow the UE to associate Applications to S-NSSAIs of the HPLMN as per NSSP of the URSP rules, as defined in clause 6.6.2 of TS 23.503 [45] and to the corresponding S-NSSAI from the Allowed NSSAI.
In roaming case, the UE may need to provide the mapping of S-NSSAIs values in the Requested NSSAI to the corresponding values used in the HPLMN. This value is found in the mapping of the S-NSSAIs of the Configured NSSAI for the Serving PLMN or of the S-NSSAIs of the Allowed NSSAI for the Serving PLMN and Access Type to the corresponding S-NSSAIs values used in the HPLMN.
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