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FIRST CHANGE
5.2.3.2
Nudm_UEContextManagement (UECM) service
5.2.3.2.1
Nudm_UECM_Registration service operation
Service operation name: Nudm_UECM_Registration
Description: Register UE's serving NF (if NF Type is AMF, SMSF) or Session's serving NF (if NF Type is SMF) on the UDM. This operation implies the following:

-
The authorization, if applicable, to register the NF service consumer in UDM for the UE (e.g. based on UE roaming/RAT restrictions applicable when NF type is AMF). If this is successful, the NF service consumer is set as a serving NF for the corresponding UE/Session context.

-
When the consumer is AMF, it is implicitly subscribed to be notified when it is deregistered in UDM. This notification is done by means of Nudm_UECM_DeregistrationNotification operation.

-
When the consumer is AMF or SMF, it may optionally use this operation to subscribe to be notified of the need for P-CSCF Restoration. This notification is done by means of Nudm_UECM_PCscfRestoration operation. For more information regarding P-CSCF restoration procedures see TS 23.380 [38].
Inputs, Required: NF ID, SUPI, PEI, NF Type, Access Type (if NF Type is AMF, SMSF), PDU Session ID (if NF Type is SMF). If NF Type is SMF: DNN or Indication of Emergency Services. If NF type is AMF and Access Type is 3GPP access: Registration type.
Inputs, Optional: P-CSCF Restoration notification information, GUAMI(s) (if NF Type is AMF).
Outputs, Required: Result indication.
Outputs, Optional: None.

See step 14 of clause 4.2.2.2.2 for an example usage of this service operation.

5.2.3.2.2
Nudm_UECM_DeregistrationNotification service operation
Service operation name: Nudm_UECM_DeregistrationNotification.
Description: UDM notifies the NF consumer which has previously registered (using Nudm_UECM_Registration operation) has been deregistered in the UDM. As a result, the consumer is no longer registered in UDM as a serving NF for that UE.

NOTE:
This notification corresponds to an implicit subscription.
Inputs, Required: SUPI, Access Type, serving NF deregistration reason.

Inputs, Optional: None.
Outputs, Required: None.
Outputs, Optional: None.

See step 14c of sub-clause 4.2.2.2.2 for an example usage of this service operation. The serving NF deregistration reason tells the reason for sending the deregistration notification to the consumer NF.

The reason for AMF deregistration can be one of the following:

-
UE Initial Registration.

-
UE Registration area change.

-
Subscription Withdrawn.
-
5GS to EPS Mobility.
5.2.3.2.3
Nudm_UECM_Deregistration service operation
Service operation name: Nudm_UECM_Deregistration.
Description: The NF consumer requests the UDM to delete the information related to the NF in the UE context. When the consumer is AMF, this implies that the subscriptions to be notified when the NF is deregistered in UDM (i.e. Nudm_UECM_DeregistrationNotification) are also removed.
Inputs, Required: SUPI, NF type, Access Type, DNN (if NF Type is SMF), PDU Session Id (if NF Type is SMF).

-
Access Type is included only when the NF type indicates AMF or SMSF.
Inputs, Optional: None.
Outputs, Required: Result Indication.
Outputs, Optional: None.
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