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	Reason for change:
	One or more S-NSSAIs in an Allowed NSSAI provided to the UE can have values, which are not part of the UE's current Network Slice configuration information for the Serving PLMN. In this case, the Allowed NSSAI needs to be provided together with mapping of how each S-NSSAI of the Allowed NSSAI to the S-NSSAI(s) of the Configured NSSAI for the HPLMN. 
It may lead to providing the mapping of S-NSSAIs values in the Requested NSSAI even in non-roaming case if one or more S-NSSAIs of the Allowed NSSAI for the Serving PLMN and Registration Area are in the Requested NSSAI. 
The UE need not provide the mapping of S-NSSAIs values in the Requested NSSAI in non-roaming case if all the S-NSSAIs of the Configured NSSAI for the Serving PLMN are in the Requested NSSAI.

	
	

	Summary of change:
	It is clarified that the UE needs not to provide the mapping of S-NSSAIs values in the Requested NSSAI in non-roaming case if all the S-NSSAIs of the Configured NSSAI for the Serving PLMN are in the Requested NSSAI.

	
	

	Consequences if not approved:
	It will be necessary for the UE to provide the mapping of S-NSSAIs values in the Requested NSSAI in non-roaming case. 
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* * * Start of changes* * * *
5.15.4.1.2
Mapping of S-NSSAIs values in the Allowed NSSAI and in the Requested NSSAI to the S-NSSAIs values used in the HPLMN

One or more S-NSSAIs in an Allowed NSSAI provided to the UE can have values, which are not part of the UE's current Network Slice configuration information for the Serving PLMN. In this case, the Allowed NSSAI needs to be provided together with mapping of how each S-NSSAI of the Allowed NSSAI to the S-NSSAI(s) of the Configured NSSAI for the HPLMN. This mapping information is sufficient to allow the UE to associate Applications to S-NSSAIs of the Configured NSSAI for the HPLMN as per NSSP of the URSP rules, as defined in clause 6.6.2 of TS 23.503 [45] and to the corresponding S-NSSAI from the Allowed NSSAI. 
In non-roaming case, the UE needs not to provide the mapping of S-NSSAIs values in the Requested NSSAI if all the S-NSSAIs of the Configured NSSAI for the Serving PLMN are in the Requested NSSAI.
In roaming case, the UE may need to provide the mapping of S-NSSAIs values in the Requested NSSAI to the corresponding values used in the HPLMN. This value is found in the mapping of the S-NSSAIs of the Configured NSSAI for the Serving PLMN or of the S-NSSAIs of the Allowed NSSAI for the Serving PLMN and Access Type to the corresponding S-NSSAIs values used in the HPLMN. 
* * * End of Changes * * * 
