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* * * * Start of Changes * * * * 
4.2.4.3
UE Configuration Update procedure for transparent UE Policy delivery

The procedure is used to:

-
Provide a UE Policy container from the PCF to the UE, 
-
Notify the PCF on the result of the provisioning of the UE Policy container to the UE.
In case of non-roaming, the AMF contacts the PCF. In case of roaming, both home routed and local breakout, the AMF contacts the V-PCF and then the interactions between V-PCF and H-PCF are described in clause 14.6.3.
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Figure 4.2.4.3-1 UE Configuration Update procedure for transparent UE Policy delivery

1a.
As defined in clause 4.16.1.2, AMF may receive in the Npcf_AMPolicyControl_Create Response (Access and mobility related information or the UE Policy container  or both) from the PCF. If the AMF does not receive a UE Policy container steps 2 to step 5 are skipped.

1b.
Alternatevly to 1a, as defined in clause 4.16.2.2, AMF receives in the Npcf_AMPolicyControl_UpdateNotify (Access and mobility related information or the UE Policy container or both) from the PCF. If the AMF does not receive a UE Policy container steps 2 to step 5 are skipped.
2a.
If a UE is in CM-IDLE, the AMF triggers Network Triggered Service Request (in clause 4.2.3.3), if the UE is not reachable the AMF report to the PCF that the UE Policy container could not be delivered to the UE in Npcf_AMPolicyControlUpdate Request as described in clause 4.16.1.3 including the Policy Control Request Trigger condition that has been met and Policy Control Request Trigger Information as described in TS 23.503 [20].
2b. If the UE is in CM-CONNECTED, the AMF transfers transparently the UE Policy container received from the PCF to the UE. The UE Policy container includes the list of Policy Section(s) to notify the UE that one or more Policy Section(s) were added, removed or modified as described in TS 23.503 [20].
3.
The UE performs the Policy Section operations and sends the result of the Policy Section operations in a UE Policy Container to the AMF. The AMF transfers transparently the UE Policy Container  to the PCF. If one or several Policy Section operations failed the UE includes within the UE Policy container (the list of stored PSIs).

4. If the AMF received the UE Policy container and the PCF subscribed to be notified of the reception of the UE Policy container then the AMF forwards the response of the UE to the PCF using Npcf_AMPolicyControl_Update including on the Policy Control Request Trigger condition that has been met and Policy Control Request Trigger Information as described in TS 23.503 [20].
5. The PCF confirms the reception of the Npcf_AMPolicyControl_Update to the AMF.
* * * * Next Change * * * * 
5.2.5.2
Npcf_AMPolicyControl service

5.2.5.2.1
General

Service description: NF Service Consumer, e.g. AMF can create and manage a AM Policy Association in the PCF through which the NF Service Consumer receives policy information for a UE.
As part of this service, the PCF may provide the NF Service Consumer, e.g. AMF with policy information about the UE that may contain:

-
Access and mobility related policy information as defined in clause 6.5 of TS 23.503 [20]. In the case of roaming, this information is provided by V-PCF;
-
UE access selection and PDU Session selection related policy information as defined in clause 6.6 of TS 23.503 [20]. In the case of roaming, the URSP information is provided by H-PCF and the ANDSP information can be provided by V-PCF or H-PCF or both;

-
Policy Control Request Trigger of AM Policy Association. When such a Policy Control Request Trigger condition is met the NF Service Consumer, e.g. the AMF shall contact PCF and provide information on the Policy Control Request Trigger condition that has been met for an AM Policy Association for a UE and the Policy Control Request Trigger Information as defined in in clause 6.1.2 of TS 23.503 [20]. In the case of roaming, the V-PCF may subscribe to AMF or the H-PCF may subscribe to AMF via V-PCF.
At Npcf_AMPolicyControl_Create, the NF Service Consumer, e.g. AMF requests the creation of a corresponding "AM Policy Association" with the PCF (Npcf_AMPolicyControl_Create) and provides relevant parameters about the UE context to the PCF. When the PCF has created the AM Policy Association, the PCF may provide policy information as defined above.

When a Policy Control Request Trigger condition is met the NF Service Consumer, e.g. AMF requests the update (Npcf_AMPolicyControl_Update) of the AM Policy Association by providing information on the condition(s) that have been met. The PCF may provide updated policy information to the NF Service Consumer.

The PCF may at any time provide updated policy information (Npcf_AMPolicyControl_UpdateNotify);

At UE deregistration the NF Service Consumer, e.g.AMF requests the deletion of the corresponding AM Policy Association.

5.2.5.2.2
Npcf_AMPolicyControl_Create service operation

Service operation name: Npcf_AMPolicyControl_Create
Description: NF Service Consumer can request the creation of a AM Policy Association and by providing relevant parameters about the UE context to the PCF.
Inputs, Required: SUPI (or PEI in case of emergency PDU Session without SUPI).

Inputs, Optional: Information provided by the AMF as define in 6.2.1.2 of TS 23.503 [20], such as Access Type, Permanent Equipment Identifier, GPSI, User Location Information, UE Time Zone, Serving Network, RAT type, List of subscribed Service Area Restrictions, (V-)PCF ID (if the consumer is AMF, when receving the PCF ID from old AMF during inter-AMF mobility), H-PCF ID (if the consumer is V-PCF, when receiving the H-PCF ID from AMF), subscribed RFSP Index, the Allowed NSSAI, UE access selection and PDU session selection policy information including the list of PSIs and Internal Group Identifiers (see TS 23.501 [2], clause 5.9.7).

Outputs, Required: None.
Outputs, Optional: The requested Access and mobility related policy information as defined in Clause 6.5 of TS 23.503 [20], UE access selection and PDU Session selection related policy as define in Clause 6.6 of TS 23.503 [20], and Policy Control Request Trigger of AM Policy Association.

See clause 4.2.2.2.2 (step 16) for the detail usage of this service operation for AMF. In step 16, the AMF requests the PCF to apply operator policies for the UE.

See clause 4.16.1.2 (steps 2 and 3) and clause 4.16.1.3 (steps 2 and 3) for the detail usage of this service operation for AMF. In step 2, the AMF requests the PCF to apply operator policies for the UE; in step 3, the PCF acknowledges AMF with requested policy.

* * * * Next Change * * * * 
5.2.5.2.5
Npcf_AMPolicyControl_Update service operation

Service operation name: Npcf_AMPolicyControl_Update.

Description: NF Service Consumer, e.g. AMF can request the update of the AM Policy Association to receive updated Policy information for the UE context.

Inputs, Required: SUPI (or PEI in case of emergency without SUPI).

Inputs, Optional: Information on the Policy Control Request Trigger condition that has been met, such as location change, change of UE presence in PRA, Serving Area Restriction change, RFSP index change and change of the Allowed NSSAI, the Policy Control Request Trigger Information).

Outputs, Required: Success or not.

Outputs, Optional: Policy information for the AM Policy Association as defined in clause 5.2.5.2.1.

See clause 4.16.2.1 for the usage of this service operation.

* * * * Next Change * * * * 
5.2.5.4
Npcf_SMPolicyControl service

5.2.5.4.1
General

Service description: NF Service Consumer, e.g. SMF can create and manage a SM Policy Association in the PCF through which the NF Service Consumer receives policy information for a PDU Session.

As part of this service, the PCF may provide the NF Service Consumer, e.g. SMF with policy information about the PDU Session that may contain:

-
PDU Session related policy information as defined in clause 6.4 of TS 23.503 [20].
-
PCC rule information as defined in clause 6.3 of TS 23.503 [20].
-
Policy Control Request Trigger information i.e. a set of Policy Request Trigger(s) as defined in clause 6.1.3.5 of TS 23.503 [20]. When a Policy Control Request Trigger condition is met the the NF Service Consumer, e.g. SMF shall contact the PCF and provide information on the Policy Control Request Trigger condition that has been met and the Policy Control Request Trigger Information.

At PDU Session establishment the NF Service Consumer, e.g. SMF requests the creation of a corresponding SM Policy Association with the PCF (Npcf_SMPolicyControl_Create) and provides relevant parameters about the PDU Session to the PCF.

-
When the PCF has created the "SM Policy Association, the PCF may provide policy information as defined above.

When a Policy Control Request Trigger condition is met in a PDU session, the NF Service Consumer, e.g. SMF requests the update(Npcf_SMPolicyControl_Update) of the SM Policy Association by providing information on the condition(s) that have been met and the Policy Control Request Trigger Information per each condition met. The PCF may provide updated policy information to the NF Service Consumer.

The PCF may at any time provide updated policy information (Npcf_SMPolicyControl_UpdateNotify).

At PDU Session release the NF Service Consumer, e.g.SMF requests the deletion of the corresponding SM Policy Association.

* * * * Next Change * * * * 
5.2.5.4.5
Npcf_SMPolicyControl_Update service operation

Service operation name: Npcf_SMPolicyControl_Update.

Description: The NF Service Consumer can request the update of the SM Policy Association to receive updated Policy information for the PDU Session.

Inputs, Required: PDU Session Id and SUPI (or PEI in case of emergency PDU Session without SUPI).

Inputs, Optional: Information on the Policy Control Request Trigger condition that has been met such as Access Type Change, (new or removed) IPv4 address and/or IPv6 network prefix, User Location Information Change, UE Time Zone Change , Serving Network Change, RAT type Change, subscribed Session AMBR Change, or subscribed default QoS information Change and the Policy Control Request Trigger Information.

Outputs, Required: Success or Failure.

Outputs, Optional: Policy information for the PDU Session as defined in clause 5.2.5.4.1.

See clause 4.16.5 for the usage of this service operation.
* * * * Next Change * * * * 
4.16.4
SM Policy Association Establishment
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Figure 4.16.4-1: SM Policy Association Establishment

This procedure concerns both roaming and non-roaming scenarios.
In the non-roaming case the V-PCF is not involved. In the local breakout roaming case, the H-PCF is not involved. In the home routed roaming case, the V-PCF is not involved and the H-PCF interacts with the H-SMF.

This procedure is used in UE requests a PDU Session Establishment as explained in clause 4.3.2.2.1, for non-roaming and local breakout roaming. For home-routed roaming, as explained in clause 4.3.2.2.2.

For local breakout roaming, the interaction with HPLMN (e.g. step 3) is not used. In local breakout roaming, the V-PCF interacts with the UDR of the VPLMN.

1.
The SMF determines that the PCC authorization is required and requests to establish an SM Policy Association with the PCF by invoking Npcf_SMPolicyControl_Create operation (see clause 5.2.5.4.2). The SMF includes the following information: SUPI, PDU Session id, PDU Session Type, DNN, Access Type, AMF instance identifier and if available, the IPv4 address and/or IPv6 network prefix, PEI, User Location Information, UE Time Zone, Serving Network, RAT type, Charging Characteristics, Session AMBR, default QoS information, Internal Group Identifier (see TS 23.501 [2], clause 5.9.7).
2.
If the PCF does not have the subscriber's subscription related information, it sends a request to the UDR by invoking Nudr_DM_Query (SUPI, DNN, S-NSSAI, Policy Data, PDU Session policy control data, Accumulated Usage data) service in order to receive the information related to the PDU Session. The PCF may request notifications from the UDR on changes in the subscription information by invoking Nudr_DM_Subscribe (Policy Data, SUPI, DNN, S-NSSAI, Notification Target Address (+ Notification Correlation Id), Event Reporting Information (continuous reporting), PDU Session policy control data, Accumulated Usage data) service.

3.
If the PCF determines that the policy decision depends on the status of the policy counters available at the CHF and such reporting is not established for the subscriber, the PCF initiates an Initial Spending Limit Report Retrieval as defined in clause 4.16.8.2. If policy counter status reporting is already established for the subscriber, and the PCF determines that the status of additional policy counters are required, the PCF initiates an Intermediate Spending Limit Report Retrieval as defined in clause 4.16.8.3.

4.
The PCF makes the authorization and the policy decision.
5.
The PCF answers with a Npcf_SMPolicyControl_Create response; in its response the PCF may provide policy information defined in clause 5.2.5.4 (and in TS 23.503 [20]). The SMF enforces the decision. The SMF implicitly subscribes to changes in the policy decisions.

NOTE:
After this step the PCF can subscribe to SMF events associated with the PDU Session.

* * * * End of Changes * * * * 
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