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Introduction
changes 
void
Proposal
It is proposed to update TS 23.716 as follows.
* * * Change * * * * 
6.9
Solution #X –Line Id Transfer to and usage within 5GC
6.X.1
Overview
Current BBF service and customer management is centred around using the Line Id (e.g. added by the AN in DHCP Option 82) to identify the RG and the associated subscription

This solution studies how 5GC is made aware of the Line ID and can use Line Id
This solution is meant to apply to 5G-RG (connected over Wireline access) and FN-RG collectively called "RG" in this solution; the solution is specific to Wireline access.
6.X.2
Description of the solution
The AGF provides the Line ID as ULI (User Location Information) in the initial N2 message about a RG it sends about a RG; in case of FN RG the AGF provides also the Line Id within the SUCI put in the NAS registration request it builds on behalf of the RG. 
NOTE 1: 
How the AGF gets the Line ID is determined by BBF 

In case of FN RG, the SUCI = Line ID is provided to the AUSF that fetches the corresponding SUPI from the UDM and provides back the SUPI to the AMF. 

NOTE 2: 
If an operator so desires it can configure SUPI = Line Id in UDM and then continue managing the RG  using the line Id (in PCF policies, in CDR, etc…)

In case of 5G RG, R15 mechanisms are used to determine the SUPI based on the SUCI;
The AMF uses the SUPI to fetch the subscription data. It then uses the ULI = line Id to check the Registration restriction of the UE (per Solution #14);

Both the SUPI and the Line Id (as ULI) are provided by the AMF to the SMF over N11, by the SMF to the PCF over N7, Etc…
EN: more details are FFS
The SUPI is used by SMF, PCF, etc… to fetch subscription data from UDM/UDR
6.X.3
Impacts on existing Functions
EN: FFS
* * * Change * * * *
* * * Change * * * *
* * * Change * * * *
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