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***** 1st Change *****
4.11.1.5.4
Session Management

4.11.1.5.4.1
PDN Connection Request

The UE Requested PDN Connectivity Procedure specified in TS 23.401 [13] clause 5.10.2 is impacted as shown in in Figure 4.11.1.5.4.1-1 when interworking with 5GS is supported.
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Figure 4.11.1.5.4.1-1 Impacts to UE Requested PDN Connectivity Procedure

1.
UE sends a PDN connectivity Request to the MME as specified in Step 1 in TS 23.401 [13] clause 5.10.2 with the following modification:

-
If the UE is 5G NAS capable and the Request type is "initial request", the UE shall allocate a PDU Session ID and include it in the PCO. The PDU Session ID shall be unique across all other PDN connections of the UE.

2.
The relevant steps of the procedure as specified in the figure above are executed.

3.
Step 6 as specified in TS 23.401 [13] clause 5.10.2 is executed with the following modification:

-
If the PGW-C+SMF accepts to provide interworking of the PDN connection with 5GC, the PGW-C+SMF shall allocate 5G QoS parameters corresponding to PDN connection, e.g. Session AMBR, QoS rules and QoS Flow level QoS parameters if neeed for the QoS Flow(s) associated with the QoS rule(s) and then include them in PCO. 
-
If the PGW-C+SMF accepts to provide interworking of the PDN connection with 5GC, the PGW-C+SMF shall determine the S-NSSAI associated with the PDN connection based on the operator policy, e.g. based on the combination of PGW-C+SMF address and APN, and send UE the determined S-NSSAI together with the PLMN ID that the S-NSSAI relates to via PCO..
4. The relevant steps of the procedure as specified in the figure above are executed.

5.
Step 8 as specified in TS 23.401 [13] clause 5.10.2 with the following modification:

-
If 5G QoS parameters are included in the PCO, the UE shall store them. If 5G QoS parameters are not included in the PCO, the UE shall note that session continuity for this PDN connection on mobility to 5G is not provided by the network.
-
If the S-NSSAI and the PLMN ID associated with the PDN connection are include in the PCO, the UE shall store them.
6. The relevant steps of the procedure as specified in the figure above are executed.

***** End of Changes *****
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