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Abstract of the contribution: This contribution discusses and proposes a new key issue related to mechanisms to share UE-driven analytics with NWDAF or other NFs within the 5GC.
1. Discussion
In SA2#127-bis, a new use case was proposed and agreed on UE-driven analytics sharing that may require enhancement of NWDAF and/or other NFs. Examples of data that the UE can provide are positioning information (e.g. collected from inertial sensors of the UE, geo-referenced radio data from wifi) or user profiling info (e.g. when a UE changes environment from outdoor to indoor or from vehicular to pedestrian mode). Such information may help the NWDAF to make more intelligent decisions on slice selection (e.g. to switch from a slice with more flexible resources to a resilient one or vice versa).
One key issue to study for this use case is mechanisms and procedures to share such information from UE to 5GC NFs e.g. NWDAF.  
2.	Proposal
It is proposed to include the added text into the TS 23.791.

* * * * First Change (all new text) * * * *
[bookmark: _Toc463016657][bookmark: _Toc484168145][bookmark: OLE_LINK5][bookmark: OLE_LINK6]5.2.x	Key Issue x:  < UE-driven analytics sharing mechanisms to 5GC >
[bookmark: _Toc500949092]5.2.x.1	Description
To leverage UE-driven analytics within 5GC NFs, such information needs to be conveyed from the UE to the  NWDAF via either UP or CP signalling mechanisms / interfaces. 
 This key issue will study:
· How UE notifies the 5GC of the availability of updated analytic information
· The format of the information provided by the UE
· Whether the NWDAF should be able to request data from a UE
· Whether it is possible to utilise already defined UP (e.g. via UPF) or CP mechanisms (e.g. via SMF and/ or AMF) to update analytics information within 5GC NFs
· How frequently such analytics are to be shared with the NWDAF
· How to ensure the integrity of the data provided by the UE
· [bookmark: _GoBack]How to ensure the privacy of the data provided by the UE.
5.2.x.2	Requirements 
The NWDAF shall be able to receive analytics data from the UE.
The NWDAF shall be able to request analytics data from the UE.
It shall be possible to ensure the privacy of the analytics data from the UE (e.g. in the case of roaming).

* * * * End of change * * * *
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