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Abstract of the contribution: This contribution proposes to update Use Case 13 “UE driven analytics sharing” and add a new Key Issue based on this use case in TR 23.791.
Discussion
In TR 23.791, the use case 13 “UE driven analytics sharing” was added at SA2#127-bis meeting. In this use case, it is proposed that the network slice selection could be improved based on the UE-driven analytics. 
This contribution proposes to update the existing use case to add more scenarios, which could benefit from UE-driven analytics. 

The contribution also proposes to add a new key issue based on the use case 13. 
*** start of changes ***






· 
· 
· 
· 

5.2.x
Key Issue x: UE driven analytics
5.2.x.1
Description

To satisfy the identified use case #13, where the network enhancements can be envisioned based on the UE-driven analytics in NWDAF, the following issues will be studied:

-
The types of analytics information that could be provided by NWDAF to other NFs to leverage the data provided by the UE;
· How the NWDAF provides the analytics information to other NFs to leverage the data provided by the UE;
· How the network utilizes the analytics information from NWDAF;
· 
· What type of information from the UE is collected by the network
· 
· How frequently such analytics are to be shared with the NWDAF
· 
· How the NWDAF collects the UE’s information


-  How to ensure the integrity of UE-provided information in order to avoid using misleading information in the network
-  Whether there are privacy aspects, related to the information provided by the UE.
5.2.x.2
Requirements

The NWDAF shall be able to receive UE’s analytics data.

It shall be possible to ensure the privacy and integrity of the analytics data from the UE (e.g. in the case of roaming).


.
The NWDAF shall be able to provide prediction information to other NFs to leverage UE-driven analytics.
Note: It’s not assumed that there is a direct interface between the UE and NWDAF.
*** End of changes ***
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