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	Reason for change:
	The restriction to only use the emergency DNN when registered for emergency only applies to 3GPP access but has been omitted for non-3GPP access. 

	
	

	Summary of change:
	When Emergency Registered over one access, a single DNN is used.

	
	

	Consequences if not approved:
	Inconsistent requirements between 3GPP and n3GPP access
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**** FIRST CHANGE ****

5.16.4
Emergency Services

5.16.4.9
Handling of PDU Sessions for Emergency Services

The QoS Flows of a PDU Session associated with the emergency DNN shall be dedicated for IMS emergency sessions and shall not allow any other type of traffic. The emergency contexts shall not be changed to non-emergency contexts and vice versa. The UPF shall block any traffic that is not from or to addresses of network functions (e.g. P-CSCF) providing Emergency Services. If there is already an emergency PDU Session over a given Access Type (3GPP access or untrusted non-3GPP access), the UE shall not request another emergency PDU Session over the other Access Type. The network shall reject any emergency PDU Session requests over a given Access Type (3GPP access or untrusted non-3GPP access) if it knows the UE already has an emergency PDU Session over the other Access Type. The UE shall not request any PDU Session Modification for the emergency PDU Session. The network shall reject any UE requested PDU Session Modification that is for an emergency PDU Session. The ARP reserved for emergency service shall only be assigned to QoS Flows associated with an emergency PDU Session. If the UE is Emergency Registered over a given access, it shall not request a PDU Session to any other DNN over this access.

**** END OF CHANGES ****[image: image1.png]


[image: image2.png]



3GPP


