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1. 







2. Conclusion
It is proposed to conclude on key issue #1 based on solutions 1 and 8. 
>>>Start Changes<<<

7
Evaluation
Editor's note:
This clause will provide a general evaluation of the solutions.








8
Interim Conclusions

Editor's note:
This clause will capture conclusions from the study.
Editor’s note: These are interim conclusions and will be reviewed after response from RAN WG.
For key issue #1 (How UE radio capabilities are identified?) the following principles are agreed:

-
The UE capability ID is a short pointer (few octets, the exact size is to be determined by RAN 2) that is used to uniquely identify a set of UE Radio Capabilities;

-
The UE capability ID is assigned either by the serving PLMN or by the UE manufacturer, as follows:

-
Manufacturer-specific: The UE Capability ID may be assigned by the UE manufacturer in which case it is accompanied with the UE manufacturer information (e.g.TAC field in the PEI). In this case, the UE Capability ID uniquely identifies a set of UE Radio Capabilities for this manufacturer, and together with this UE manufacturer information uniquely identify this set of UE Radio Capabilities in any PLMN; 

-
PLMN-specific: If a manufacturer-assigned UE Capability ID is not used by the UE or the serving network, or not recognised by the serving network, the serving core network may allocate a UE Capability ID.. In this case, the UE Capability ID is applicable to the serving PLMN and uniquely identifies this set of UE Radio Capabilities in this PLMN;
NOTE 1:
Which one of Manufacturer-specific or PLMN-specific and associated procedures for assignment are mandatory or optional in the UE, will be decided in normative phase of the work;

-
When the UE Capability ID is allocated by the serving PLMN the same PLMN-specific UE Capability ID can be provided to multiple different UEs with the same radio capabilities or different PLMN-specific UE Capability ID can be provided to multiple different UEs with the same radio capabilities. The strategies for allocating PLMN-specific UE Capability ID are based on local policy;
NOTE 2: When the UE Capability ID is allocated by the serving PLMN, the method that the core network detects that the same UE Radio Capabilities are signalled by mutliple different UEs or the same “model” in order to allocate the same PLMN-specific UE Capability ID from SA2 point of view is left up to implementation or can be decided by RAN.
-
The UE stores the PLMN-specific UE Capability ID in non-volatile memory when in RM-DEREGISTERED state and can use it again when it registers in the same PLMN.
NOTE 3: The number of PLMN-specific UE Capability IDs that UE stores in non-volatile memory is left up to UE implementation.
-
It shall be possible for a UE to change the set of UE Radio Capabilities in time and signal the associated UE capability ID, if available.
-
The network or the Manufacturer shall be able to change the UE Capability ID associated with a device, e.g., due to a SW upgrade enabling new UE Radio Capabilities on the device side (for the manufacturer assigned UE Capability ID) or for remapping or OAM procedures in the network side;
-
At any given instant the UE has only one UE capability ID that is indicated to the network.
>>>End of Changes<<<

2

