
SA WG2 Meeting #129-bis
S2-1812534
26 – 30 November, West Palm Beach, FL, US
(revision of S2-1812552)
Title:
Presentation of Technical Report to TSG SA:

TR 23.732: Study on User Data Interworking, Coexistence and Migration, Version 1.0.0

Source:
SA WG2
Document for:
Information 
Abstract of document:

3GPP SA2 has defined in TS 23.501 Release 15 an architecture for 5GS and EPS interworking based on a number of combined functions, including an HSS+UDM node which precludes a multivendor approach for UDM and HSS when there may be, in fact, scenarios in which introducing only UDM/UDR is an effective way to introduce 5GS. 

This Technical Report has investigated different solutions for separating HSS and UDM, where EPS subscriber data and 5GS subscriber data coexist in data storages that can be common or separate. 
It must be noticed that multiple different deployments of 3GPP networks exist, making difficult the selection of one single solution. Depending on the evolution of the network operator, i.e. from 2G or 3G or 4G onwards, the introduction of one or another solution may be not feasible or cost effective and it is expected that conclusions will point into, at least, two different alternatives to resolve the effective separation of UDM and HSS.
Changes since last presentation to TSG SA:
This is the first presentation to TSG-SA.

Outstanding Issues:

Generation of evaluations and conclusions
Contentious Issues:

None.
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