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1. Overall Description:

Within the FS_eV2XARC study item, SA WG2 has studied the mapping between different V2X services and standardized 5QI values (see TR 23.786, Solution #2: QoS Support for eV2X over Uu interface).
SA WG2 concluded that for some services (e.g., Collision Avoidance, Platooning with high LoA) new combination of QoS parameter values with PDB = 5ms, PER = 10-4 and MDBV = 1354 bytes is needed to fulfil the performance requirements defined in TS 22.186. 
	

	
	
	
	

	
	

	

	
	
	
	
	
	
	
	




In addition, other services (e.g., Emergency Trajectory Alignment and Sensors information Sharing with high LoA) require another new combination of QoS parameter values with ultra-low PDB ~1.5 ms, PER=10-5 and MDBV ~1300 bytes. However, in SA2's understanding this combination of QoS parameter values is unlikely feasible.

Question: SA WG2 would like to ask RAN WG2 whether the two new combinations of QoS parameter values indicated above are feasible or not.
2. Actions:

To RAN WG2 group.

ACTION: 
SA WG2 kindly ask RAN WG2 to answer the question above. 

3. Dates of Next TSG-SA WG2 Meetings:

3GPP SA WG2 #130
January 21 – 25, 2019

Kochi, India

3GPP SA WG2 #131
February 25 – March 1, 2019

Santa Cruz de Tenerife, Spain
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