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Abstract of the contribution: Conclusion for the Access to 5GC from UEs without supporting NAS on non-3GPP access
Introduction
Void
Solution 7.3 

· allows UE that do not support 5GC NAS (over WLAN) to get access to 5GC services. It can be used to access to community WiFi services.

· It supports a single PDU session per UE with a possibility of local traffic offload. The PDU Session cannot support mobility with 3GPP access.
· Does not require extensive changes to 5GC specifications (the main changes are on the support of NAS security and are the same than those requested to support FN-RG)
Solution 7.4 requires 
· an increase on the number of PDU Session that can be supported for a subscription

· a Change of relationship between the subscription being used at the AMF and the subscription being used at SMF (actually an external subscription)
changes wrt previous version
void
Proposal
It is proposed to update TS 23.716 as follows.
* * * Change * * * * 
8.1
Conclusions on Trusted Non-3GPP Access

The following list summarizes the interim conclusions regarding the support of trusted non-3GPP access:

-
The 5GC registration over trusted non-3GPP access (as required by Key Issue #1 in clause 5.3.1) will be based on the procedure specified in clause 7.1.3.3.

-
Over the NWt reference point between the UE and TNGF, the IKEv2/IPsec protocols will be used, as specified in clause 7.1.3.4.2, "Option 1: IKEv2 and IPsec with NULL Encryption". SA WG3 will specify all security details, including whether NULL encryption is sufficient and what type of security protection is generally required for NAS transport and User Plane transport between the UE and the TNGF.
-
for the Access to 5GC from UEs without supporting NAS on non-3GPP access, the solution 7.3 will be used as the baseline for normative specifications.
* * * Change * * * *
* * * Change * * * *
* * * Change * * * *
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