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[bookmark: OLE_LINK9][bookmark: OLE_LINK10]Abstract of the contribution: this proposal tries to provide a solution for local application access to LLMF through local NEF. 
1. Introduction
For edge computing scenario, the AF with location service requirement is deployed at the edge of the network. And based on the solution 6.26, the NG-RAN has the capability of local LMF. Therefore in this proposal, one solution is provided to support the communication between local AF and local LMF through local NEF, in order to eliminate the complexity of location information transmitted from NG-RAN to central 5G CN and then come back to the local AF.
2. Conclusion and Proposal
The update is supposed to be accepted by TR23.731
* * * First Change * * *
[bookmark: _GoBack][bookmark: _Toc528313872]6.26	Solution 26: Local LCS architecture
[bookmark: _Toc528313873]6.26.1	Introduction
This solution addresses the Key Issue#1 "Enhancement to LCS architecture" and Key Issue#3 "support of low latency LCS", and proposes local LMF architecture in the NG-RAN, additionally, the impact to the 5GC and NG-RAN are discussed.
[bookmark: _Toc528313874]6.26.2	Functional Description
The solution includes Local LMF capabilities in the NG-RAN, as shown in Figure 6.26.2-1.



Figure 6.26.2-1: Local LCS architecture
The NG-RAN which contained local LMF capability includes the following functionalities:
-	Supports location determination for a UE served by the NG RAN contains Local LMF capability.
-	Obtains downlink location measurements or a location estimate from the UE.
-	Obtains uplink location measurements.
-	Obtains non-UE associated assistance data from the neighbour NG RAN(s).
-	Dynamic coordination of positioning resources of the neighbour NG RAN(s).
-	Communication with LMF, AMF and other 5GC LCS function entities.
[bookmark: _Toc528313875]6.26.3	Procedures
[bookmark: _Toc528313876]6.26.3.1	Local LMF registration
The purpose of the Local LMF capability registration procedure is to register the Local LMF to the NRF , as shown in Figure 6.26.3-1.


Figure 6.26.3-1: Procedure for Local LMF registration
1.	The NG-RAN node issues a N2 transport message to the AMF, which may be a NG setup request or RAN congifuration update message, passing the registration related information of the Local LMF, e.g, the Local LMF support indicator or the capability information of the Local LMF, etc.
2.	According to the received registration related information, the AMF may generate and send the Local LMF registration request message towards the NRF, which contains the RAN identity and the capability information of the Local LMF, etc.
Editor's note:	Whether AMF contacts NRF is FFS.
Editor's note:	Whether and how NRF store the Local LMF capability of NG-RAN is FFS.
3.	The NRF determines if the registration can be accepted based on the operator's strategy and stores the above registration related information.
4.	If the registration is accepted, the NRF returns the Local LMF registration ack message to the AMF.
5.	The AMF returns a N2 transport message to the corresponding NG-RAN node, which may be a NG setup response or RAN congifuration update acknowledge message.
[bookmark: _Toc528313877][bookmark: _Hlk527525635]6.26.3.2	AMF based Local LMF selection
The AMF based Local LMF selection procedure is used when a location service is requested and the serving NG-RAN has the Local LMF capability, as shown in Figure 6.26.3-2


Figure 6.26.3-2: Procedure for AMF based Local LMF selection
1.	The AMF receives the location service request Message from the GMLC or UE.
2.	The AMF may invoke the Nnrf_NFDiscovery_Request service operation from the NRF to find a suitable LMF to continue the location request procedure.
3.	The NRF replies with the list of potential LMF(s) and their service capability information. The list contains LLMFs and LMFs. Based on LMF selection factors in clause 6.14.3.0, the AMF may chose to use the LLMF within current serving NG-RAN of the target UE to continue the location request.
4.	The AMF communicates the Location Determine Request to the Local LMF.
5.	The local LMF initiates location operations with the gNB/UE to obtain positioning measurements, the positioning signalling between the Local LMF and the gNB/UE in this solution is to be defined by RAN.
6.	The Local LMF computes the position estimate and returns it to the AMF, via Location Determine Response.
7.	The AMF forwards it to the requesting entity (e.g. UE or GMLC).
If the local LMF related information is stored in the serving AMF, the above step 2 and 3 should be omitted. The AMF can discover a suitable Local LMF serving this UE by itself.
Editors' note:	The details of communication between AMF and Local LMF are FFS and needs to be further studied in cooperation with RAN. E.g. in step 4 and 6, the AMF and LLMF may exchange messages directly or via NG-RAN.

[bookmark: _Toc528313878]6.26.3.X 	Communication between Local LMF and local NEF
This procedure is to support the communication between local AF and local LMF through local NEF, in order to eliminate the complexity of location information transmitted from NG-RAN to central 5G CN and then come back to the local AF.


Figure 6.26.3.X Communication between LLMF and LNEF
1.  Local AF is deployed at the edge of the network, and can send Location Service Request message to the local NEF including target UE GPSI, the LCS type, and the LCS service information. The local AF can communicate with the local NEF by configuration. 
2.  local NEF firstly request the LCS service from the AMF, by invoking the Namf_Location_request.
3.	The AMF may invoke the Nnrf_NFDiscovery_Request service operation from the NRF to find a suitable LMF to continue the location request procedure.
4. 	The NRF replies with the list of potential LMF(s) and their service capability information. The list contains LLMFs and LMFs. Based on LMF selection factors in clause 6.14.3.0, the AMF may chose to use the LLMF within current serving NG-RAN of the target UE to continue the location request.
5. The AMF send Namf Location_response to local NEF, with the selected LLMF, and Location Determine Request 
6. The Local NEF communicates the Location Determine Request to the Local LMF
7. The local LMF initiates location operations with the gNB/UE to obtain positioning measurements, the positioning signalling between the Local LMF and the gNB/UE in this solution is to be defined by RAN.
8. The Local LMF computes the position estimate and returns it to the Local NEF, via Location Determine Response
9. The Local NEF forwards position information to the Local AF.

6.26.4	Impacts on existing entities and interfaces
The NG-RAN supports positioning capability, e.g, location measurement and location calculation.
[bookmark: _Toc528313879]6.26.5	Evaluation
Since the LMF related capabilities are supported in NG-RAN, the signaling transmission process via 5GC can be avoided, the solution can greatly improve the latency performance of the location service. Especially for the location service with stringent latency requirement, compared with the legacy LCS architecture, this solution can obtain the maximum gain. In addition, through the dynamic coordination of position resources, the solution can further improve the utilization rate of radio resources.


* * * End of Change * * *
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