Page 1



3GPP TSG-SA WG2 Meeting #129bis
S2-1812190
26th Nov–30th Nov 2018, West Palm Beach, Florida, USA
(revision of S2-181xxxx)
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	23.501
	CR
	0724
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Update the UCU procedure with operator-defined access category definitions

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	SA2

	
	

	Work item code:
	5GS_Ph1
	
	Date:
	2018-11-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The operator defined access category enables the operator define a PLMN-specific access category and such feature was updated in 24.501. However, such part is missing in 23.501. 

	
	

	Summary of change:
	Add the description to properly introduce the operator defined access category and align with 24.501. 

	
	

	Consequences if not approved:
	The definition of operator defined access category is missing in the current specification.

	
	

	Clauses affected:
	5.2.5

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 23.502 CR 0795

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


**** Start of changes ****
5.2.5
Access control and barring

When the UE needs to transmit an initial NAS message, the UE shall request to establish an RRC Connection first and the NAS shall provide the RRC establishment related information to the lower layer. The RAN handles the RRC Connection with priority during and after RRC Connection Establishment procedure, when UE indicates priority in Establishment related information

Under high network load conditions, the network may protect itself against overload by limiting access attempts from UEs. Depending on network configuration, the network may determine whether certain access attempt should be allowed or blocked based on categorized criteria, as specified in TS 22.261 [2] and TS 24.501 [47].If the UE supports both N1 and S1 modes NAS and, as defined in TS 23.401 [26], the UE is configured for Extended Access Barring (EAB) but is not configured with a permission for overriding Extended Access Barring (EAB), when the UE wants to access the 5GS it shall perform Unified Access Control checks for Access Category 1 on receiving an indication from the upper layers as defined in TS 24.501 [47], TS 38.331 [28], TS 36.331 [51].

If the UE supports both N1 and S1 modes NAS and, as defined in TS 23.401 [26], the UE is configured with a permission for overriding Extended Access Barring (EAB), when the UE wants to access the 5GS it shall ignore Unified Access Control checks for Access Category 1 on receiving an indication from the upper layers, as defined in TS 24.501 [47].

NOTE:
UE signalling of Low Access Priority indication over N1 in 5GS is not supported in this release of the specification.
Operator could provide the PLMN-specific operator-defined access category to the UE using NAS signalling, and the UE shall handle the operator-defined access category stored for the Registered PLMN, as specified in TS 24.501 [47]. The operator-defined access category is valid in the PLMN which provided them and in a PLMN equivalent to the PLMN which provided them, as specified in TS 24.501 [47].
**** End of changes ****
