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1. Overall Description:
[bookmark: _GoBack]SA2 would like to thank RAN2 for the LS on unicast, groupcast and broadcast in NR sidelink (S2- 1811618/ R2-1815692).    

Regarding the question from RAN2, SA2 would like to provide the answer as follows:
Question: RAN2 respectfully asks SA2 to take the above information into account, and provide feedback on whether/how the following can be provided by the upper layers:
- Information on whether a certain V2X packet should be transmitted by unicast, groupcast or broadcast; 
- Destination ID for a specific group for groupcast;
- Destination ID for the target UE for unicast;
- Source UE ID.
SA2 answer: SA2 would like to confirm the following to RAN2:
- Yes. Information on whether a V2X packet should be transmitted by unicast, groupcast, or broadcast will be indicated by upper layer to AS layer;
- Destination ID for a specific group for groupcast will be provided by upper layer to AS layer;
- Destination ID for the target UE for unicast will be provided by upper layer to AS layer;
- the source UE ID will be provided by upper layer to AS layer. 
Please refer to clause 6.11 (for unicast) and 6.21 (for groupcast) of TR 23.786 for operation details on providing such information from upper layer to AS layer.    

In addition, SA2 would like to request RAN2 to provide some feedback on some working assumptions for unicast and groupcast:
- as documented in clause 6.11.2.2 of TR 23.786, SA2 identified two possible signalling protocols for unicast link establishment and management, i.e. RRC signalling or PC5 Signalling Protocol. SA2 would like to know RAN2's preference on the protocol for unicast support over PC5;
- as documented in clause 6.19, SA2 is considering using 5QIs (or new set of V2X 5Qis) to represent QoS requirements from upper layer, instead of PPPP or PPPR. SA2 would like to know if RAN2 consider this feasible;
- as documented in clause 6.11.2.3, SA2 is considering reusing bearer based QoS Model for unicast over PC5. SA2 would like to know if RAN2 can support such QoS models for PC5.      

SA2 would like to ask RAN2 to take the above answers into account, and provide feedbacks on the questions to assist SA2's study conclusions. 

2. Actions:
To TSG RAN WG2
ACTION: 	SA2 respectfully asks RAN2 to take the SA2 answers into account and provide feedback to SA2's questions. 

3. Date of Next TSG-SA WG2 Meetings:

3GPP SA WG2 #130		January 21 - 25		Kochi (IN)
3GPP SA WG2 #131		February 25 – March 1	Santa Cruz, Tenerife (ES) 	


