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Abstract: This contribution proposes clarifications and conclusions for Solutions 16 and 17 of Key Issue #3..
1. Discussion
In TR 23.786 two solutions that enhanced the QoS failure notification and interaction between RAN/CN and AF have been captured: Solution #16 and Solution #17.
Solution #16 of Key Issue #3 “QoS Support for eV2X over Uu interface” as per TR23.786, proposes the enhancement of QoS profile – multi-level QoS profile, which provides 
· finer granularity of QoS notification to the UE/AF
· more control from the 3rd party AF on the 5GS QoS support. 

· different implementation options with/without RAN impacts
· Enhancement to support the notification towards UE. 

Solution #17 of Key Issue #3 “QoS Support for eV2X over Uu interface” as per TR 23.786, provides the enhanced QoS notification method to 3rd parties AF and UE, which includes 

· Notification mechanism for active session based on the current QoS monitoring capability, QoS parameters.

· Not recommended for non-GBR QoS flow.

· Enhancement to support the notification towards UE.

Solution #16 provides a more sophisticated QoS control mechanism than Solution #17, so, in that sense, Solution #16 supersedes Solution #17. However there are scenarios in which Solution #17 would be sufficient (see Table 1-1 below).
Table 1-1: Scenarios for Solution #16 and Solution #17

	Solution
	Features
	Applicable services

	Solution #16
	Finer granularity of QoS information to the UE/AF
More control from the 3rd party AF on the 5GS QoS support. 

Enhancement on the notification to the UE
	Services that need finer granularity/more dynamic 5GS QoS support

	Solution #17
	Notification mechanism for active session based on the current QoS monitoring capability, QoS parameters.

Enhancement on the notification the UE
	Services that need a single threshold based 5GS QoS support


For the reasons above, it is proposed to take both solution #16 and solution #17 as baseline for the normative phase.
2. Text Proposal

It is proposed to add the following changes to TR 23.786.
START CHANGE
7.2
Conclusions for 5G System
For Key Issue #3 (QoS Support for eV2X over Uu interface),
· To address the enhancement of the QoS notification framework, Solution #16 and Solution #17 are taken as baseline for the normative work. Solution #16 is to be used for the cases where multiple QoS levels are needed (e.g., for finer granularity of QoS awareness and better QoS control), while Solution #17 is to be used for the cases where GBR type of QoS flow profile would be sufficient.
END OF CHANGE
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