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Abstract of the contribution: Proposes a general architecture solution for supporting a FN-CRG in the 5GC
Discussion
This contribution proposes a general architecture solution for the FN-CRG within the 5GC. A new subsection is inserted in section 6.15 for the FN-CRG. 
Proposal
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[bookmark: _Toc523844396]6.15	Solution #15 - General architecture for wireless and cable wireline convergence
This solution provides the following architectures.
-	Figure 6.15-1 shows the architecture for 5GS with DOCSIS Wireline Access Network, 5G-CRG and devices not supporting N1 connected behind the 5G-CRG.
-	Figure 6.15-2 shows the architecture for 5GS with DOCSIS Wireline Access Network, 5G-CRG and 3GPP UE connected behind the 5G-CRG.
-	Figure 6.15-3 shows the architecture for 5GS with DOCSIS Wireline Access Network, FN-CRG and W-5CGAN.



Figure 6.15-1: Non-roaming architecture for 5GS with Wireline Access Network, with 5G-CRG and devices not support N1 connected behind 5G-CRG, and with N1, N2, and N3
NOTE 1:	The reference point DOCSIS between the 5G-CRG and the W-5GCAN in Figure 6.15-1 is defined by CableLabs DOCSIS MULPI [13] and is outside the scope of 3GPP.


Figure 6.15-2: Non-roaming architecture for 5GS with Wireline Access Network, with 5G-CRG and 3GPP devices connected behind 5G-CRG, and with N1, N2, and N3
NOTE 2:	The reference point DOCSIS between the 5G-CRG and the W-5GCAN in Fig 6.15-2 is defined by CableLabs DOCSIS MULPI [13] and is outside the scope of 3GPP.

 [image: ]
Figure 6.15-3: Non-roaming architecture for 5GS with Wireline Access Network, with FN-CRG and W-5CGAN with N1, N2, and N3
NOTE 3:	The reference point DOCSIS between the FN-CRG and the W-5GCAN in Fig 6.15-3 is defined by CableLabs DOCSIS MULPI [13] and is outside the scope of 3GPP.
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