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***** Start of Change # 1 *****
5.8.2.6.1
General

The SMF shall support interfaces towards CHF and PCF. The SMF interacts with CHF and PCF based on information received from other control plane NFs and user plane related information received from the UPF.

QoS Flow level, PDU Session level and subscriber related information remain at the SMF, and only usage information is requested from the UPF.
***** Start of Change # 2 *****
5.8.2.6.2
Activation of Usage Reporting in UPF

Triggered by the PCC rules received from the PCF or preconfigured information available at SMF, as well as from the CHF for online charging via Credit-Control session mechanisms, the SMF shall provide Usage Reporting Rules to the UPF for controlling how usage reporting is performed.
The SMF shall request the report of the relevant usage information for Usage Monitoring, based on Monitoring Keys and triggers which are specified in TS 23.503 [45]. Each Usage Reporting Rule requested for usage monitoring control is linked to one or multiple PDR(s) whose traffic is to be accounted under this rule. The SMF shall use Monitoring-key either preconfigured or received from the PCF within the PCC Rule in order to generate this link and also shall keep the mapping between them. 
The SMF shall request the report of the relevant usage information for offline and online charging, based on Rating Groups and triggers which are specified in TS 32.240 [41]. Each Usage Reporting Rule requested for offline or online charging is linked to one or multiple PDR(s) whose traffic is to be accounted under this rule. The SMF shall use Rating Group or Sponsor Identifier either preconfigured or provided by PCF and/or CHF as defined in TS 32.240 [41] and the PCC rule in order to generate this link and also shall keep the mapping between them..
When the non-blocking online charging method is used, the SMF shall provide the PDR and the corresponding QER(s), FAR and URR(s) to the UPF before requesting quota from the CHF as defined in TS 32.290 [67]. Pre-configured measurement thresholds shall be provided in the URR(s) to the UPF to enable a counting of the transferred packets. When the granted quota is received from the CHF, the SMF shall update the URR accordingly.
The SMF function shall also provide reporting trigger events to the UPF for when to report usage information. The reporting trigger events (e.g. triggers, threshold information etc.) shall be supported for the PDU Session level reporting as well as on Rule level basis as determined by the SMF. The triggers may be provided as a volume, time or event to cater for the different charging/usage monitoring models supported by the TS 23.503 [45] for usage monitoring and by TS 32.240 [41] for offline and online charging. The SMF shall decide on the thresholds value(s) based on allowance received from PCF, CHF or based on local configuration. Other parameters for instructing the UPF to report usage information are defined in TS 29.244 [65].

In some cases, the same Usage Reporting Rule can be used for different purposes (for both usage monitoring and charging), e.g. in the case that the same set of traffic flows, measurement method, trigger event, threshold, etc. apply. Similarly a reported measurement can be used for different purposes by the SMF.
***** End of Changes *****
