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1. Discussion

The Source Statistics Descriptor attribute in the Radio Access Bearer Attributes can be used bu UTRAN to efficiently perform admission control for voice traffic. In Release 99, voice traffic is relevant especially for the CS domain. However, in Release 00, voice traffic will become a highly relevant use case also for the PS domain. This makes it necessary to include this attribute also in the UMTS bearer service parameters to give the GGSN and the SGSN access to this attribute and its benefits.

This contribution proposes the addition of the Source Statistics Descriptor to the UMTS Bearer Service Parameters for later inclusion in 23.107. The full text in section 2 is to be included in 23.821. However, for the sake of better readability, only the part which differs from 23.107 version 3.2.0 is set in revision marks.

2. Proposed Text

9.x UMTS Bearer Service Parameters

[Note: This section is meant to replace 23.107, section 6.4.3.1]

Traffic class (‘conversational’, ’streaming’, ’interactive’, ’background’)

Definition: type of application for which the UMTS bearer service is optimised

[Purpose: By including the traffic class itself as an attribute, UMTS can make assumptions about the traffic source and optimise the transport for that traffic type.]
Maximum bitrate (kbps)

Definition: maximum number of bits delivered by UMTS and to UMTS at a SAP within a period of time, divided by the duration of the period. The traffic is conformant with Maximum bitrate as long as it follows a token bucket algorithm where token rate equals Maximum bitrate and bucket size equals Maximum SDU size.

The conformance definition should not be interpreted as a required implementation algorithm. The token bucket algorithm is described in Annex B.

[Purpose: Maximum bitrate can be used to make code reservations in the downlink of the radio interface. Its purpose is 1) to limit the delivered bitrate to applications or external networks with such limitations 2) to allow maximum wanted user bitrate to be defined for applications able to operate with different rates (e.g. non transparent circuit switched data)]
Guaranteed bitrate (kbps)

Definition: guaranteed number of bits delivered by UMTS at a SAP within a period of time (provided that there is data to deliver), divided by the duration of the period. The traffic is conformant with the guaranteed bitrate as long as it follows a token bucket algorithm where token rate equals Guaranteed bitrate and bucket size equals k*Maximum SDU size. For release 99, k=1. A value of k greater than one Maximum SDU size may be specified in future releases to capture burstiness of sources. Signalling to specify the value of k may be provided in future releases.

The conformance definition should not be interpreted as a required implementation algorithm. The token bucket algorithm is described in Annex B.

[Purpose: Guaranteed bitrate may be used to facilitate admission control based on available resources, and for resource allocation within UMTS. Quality requirements expressed by e.g. delay and reliability attributes only apply to incoming traffic up to the guaranteed bitrate.]

Delivery order (y/n)

Definition: indicates whether the UMTS bearer shall provide in-sequence SDU delivery or not.

[Purpose: the attribute is derived from the user protocol (PDP type) and specifies if out-of-sequence SDUs are acceptable or not. This information cannot be extracted from the traffic class. Whether out-of-sequence SDUs are dropped or re-ordered depends on the specified reliability]
Maximum SDU size (octets)

Definition: the maximum allowed SDU size 

[Purpose: The maximum SDU size is used for admission control and policing.]

SDU format information (bits)

Definition: list of possible exact sizes of SDUs

[Purpose: UTRAN needs SDU size information to be able to operate in transparent RLC protocol mode, which is beneficial to spectral efficiency and delay when RLC re-transmission is not used. Thus, if the application can specify SDU sizes, the bearer is less expensive.]
SDU error ratio

Definition: Indicates the fraction of SDUs lost or detected as erroneous. SDU error ratio is defined only for conforming traffic. 

Note that by reserving resources, SDU error ratio performance is independent of the loading conditions, whereas without reserved resources, such as in Interactive and Background classes, SDU error ratio is used as target value.

[Purpose: Used to configure the protocols, algorithms and error detection schemes, primarily within UTRAN.]

Residual bit error ratio

Definition: Indicates the undetected bit error ratio in the delivered SDUs. If no error detection is requested, Residual bit error ratio indicates the bit error ratio in the delivered SDUs.

[Purpose: Used to configure radio interface protocols, algorithms and error detection coding.]

Delivery of erroneous SDUs (y/n/-)

Definition: Indicates whether SDUs detected as erroneous shall be delivered or discarded.
NOTE 2:
‘yes’ implies that error detection is employed and that erroneous SDUs are delivered together with an error indication, ‘no’ implies that error detection is employed and that erroneous SDUs are discarded, and ‘-‘ implies that SDUs are delivered without considering error detection. 

[Purpose: Used to decide whether error detection is needed and whether frames with detected errors shall be forwarded or not.]

Transfer delay (ms)

Definition: Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs during the lifetime of a bearer service, where delay for an SDU is defined as the time from a request to transfer an SDU at one SAP to its delivery at the other SAP.

[Purpose: used to specify the delay tolerated by the application. It allows UTRAN to set transport formats and ARQ parameters.]

NOTE 3:
Transfer delay of an arbitrary SDU is not meaningful for a bursty source, since the last SDUs of a burst may have long delay due to queuing, whereas the meaningful response delay perceived by the user is the delay of the first SDU of the burst.

Traffic handling priority

Definition: specifies the relative importance for handling of all SDUs belonging to the UMTS bearer compared to the SDUs of other bearers.

[Purpose: Within the interactive class, there is a definite need to differentiate between bearer qualities. This is handled by using the traffic handling priority attribute, to allow UMTS to schedule traffic accordingly. By definition, priority is an alternative to absolute guarantees, and thus these two attribute types cannot be used together for a single bearer.]
Allocation/Retention Priority

Definition: specifies the relative importance compared to other UMTS bearers for allocation and retention of the UMTS bearer. The Allocation/Retention Priority attribute is a subscription parameter which is not negotiated from the mobile terminal.

 [Purpose: Priority is used for differentiating between bearers when performing allocation and retention of a bearer. In situations where resources are scarce, the relevant network elements can use the Allocation/Retention Priority to prioritize bearers with a high Allocation/Retention Priority over bearers with a low Allocation/Retention Priority when performing admission control.]

Source statistics descriptor (‘speech’/’unknown’)
Definition: specifies characteristics of the source of submitted SDUs. 

[Purpose: Conversational speech has a well-known statistical behaviour (or the discontinuous transmission (DTX) factor). By being informed that the SDUs for a UMTS bearer are generated by a speech source, UTRAN, the SGSN and the GGSN may, based on experience, calculate a statistical multiplex gain for use in admission control on the relevant interfaces.]
3. Proposal

It is proposed that the text in section 2 is included in TR 23.821 for later inclusion in 23.107.

