SA WG2 Meeting #130
S2-1900152
21 - 25 Jan 2019, Kochi, India
Title:

[Draft] Reply LS on 3GPP PS data off and congestion control applied by AMF
Reply to:
LS on 3GPP PS data off and congestion control applied by AMF (C1-188927/S2-1900033)
Release:
Release 15
Work Item:
5GS_Ph1
Source:
SA2
To:

CT1
Cc:

-
Contact person:
George Foti

George dot Foti at ericsson dot com

Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org
Attachments:
TS 23.501 CR 0765
1
Overall description
SA2 thanks CT1 for the LS on “3GPP PS data off and congestion control applied by AMF”.  SA2 has discussed and agreed on the following answer.

Question: CT1 would like to ask SA2 whether a PDU SESSION MODIFICATION REQUEST message containing the 3GPP PS data off UE status PCO parameter indicating the changed 3GPP PS data off UE status needs to be delivered from the AMF to the SMF, even when the AMF applies DNN based congestion control, S-NSSAI only based congestion control or S-NSSAI+DNN based congestion control.

[SA2 answer] The answer is yes. Considering that the Data Off status is included in ePCO which is transparent to AMF and the AMF is not supposed to decode ePCO, a mechanism is needed for the AMF to identify that a PDU SESSION MODIFICATION REQUEST is sent for Data Off status reporting, and this mechanism is expected to be specified by stage 3. Please see 23.501 CR0765 for the update.  
2
Actions
To CT1
ACTION: 
SA2 kindly ask CT1 to take the above information into account.
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