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* * * New Text (4.13.x.y) * * * *
4.13.X
5G LAN service
4.13.X.Y
5G LAN Group Management

4.13.X.Y.1
General
For the dynamic 5GLAN Group Management, the NEF provides the following service operations to the AF (i.e. admin user):

1.
Creation (or deletion) of a group.

2.
Addition (or deletion) of a member (i.e. subscriber) to (or from) the group.
4.13.X.Y.2
Creation (or deletion) of a group by an admin subscriber 
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Figure 4.13.X.Y.2-1: Creation (or deletion) of a group by an admin subscriber

1.
The AF (i.e. the admin subscriber) requests the NEF to add (or delete) a group. It includes the Group External Identity, list of the GPSI(s), Requestor Identity, and Authorization Information.

2.
The NEF may record its request so that the operator allow or authorize the request.

3.
When the operator authorize the request, the NEF proceeds to use the UDM's service operations to request the UDM to create (or delete) a group with list of UE identities.

4.
UDM uses the UDR service operations to create (or delete) a group from the Group Records.
5.
For each UEs in the group, UDM uses the UDR service operations to add (or delete) a Group identified by Internal/External Identifier.

4.13.X.Y.3
Addition/deletion of a member by an admin subscriber 
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Figure 4.13.X.Y.3-1: Addition (or deletion) of a member to (or from) the group by an admin subscriber

1.
The AF (i.e. the admin subscriber) requests the NEF to add (or delete) a member to (or from) the group. The message includes the Group External Identity, UE identity (GPSI), Requestor Identity, and Authorization Information.

2.
The NEF may record its request so that the operator allow or authorize the request.

3.
When the operator authorizes the request, the NEF proceeds to use the UDM's service operations to request the UDM to add (or delete) the member to (or from) the group.

4.
UDM uses the UDR service operations to add (or delete) a member identified by the GPSI from the group.

5.
For the UE, UDM uses the UDR service operations to add (or delete) the Group identified by the Internal/External Identifier.
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