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Abstract of the contribution: this contribution proposes eLCS architecture and NF functionalities to the eCLS TS.
1. Discussion
Void.
2. Proposal
It is proposed to add the following texts into TS 23.273.
***** BEGIN 1st CHANGE *****
4.2
Architectural Reference Model
Following figure shows the non-roaming reference architecture for Location Services in service-based interface representation.
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Figure 4.2-1: Non-roaming reference architecture for Location Services in service-based interface representation

Following figure shows the roaming reference architecture for Location Services in service-based interface representation.
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 Figure 4.1-2: Roaming reference architecture for Location Services in service-based interface representation
4.3
Functional description of LCS per network function
AMF
-
Location Services management for regulatory services and commercial services.

-
Provide transport for Location Services messages between UE and LMF as well as between RAN and LMF.

-
LMF selection.

-
LCS service authorization to the requester UE for MO-LR scenario.
-
LCS session handling.
LMF

-
Supports location determination for a UE.

-
Obtains downlink location measurements or a location estimate from the UE.

-
Obtains uplink location measurements from the NG RAN.

-
Obtains non-UE associated assistance data from the NG RAN.

GMLC

-
Privacy checking of the target UE for MT-LR scenario.

-
LCS service authorization to the LCS Client for MT-LR scenario.

-
Provide transport for Location Services messages between LCS Client and AMF.

-
Collect charging information of the location services and report to the CHF.

UDM

-
Store and provide privacy setting of the target UE to the GMLC.

-
Store and provide location subscriber authorization data of the requestor UE to the AMF.

NEF

-
Receive location service request from the AF.

-
Provide location result to the AF.

-
LCS service authorization of the AF.

CHF
-
Charge for the usage of LCS service.

***** End of CHANGE *****
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