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Abstract of the contribution: This contribution provides text proposal for TS 23.273 to introduce support for privacy setting from the UE.
1. Introduction

A new TS 23.273 has been assigned on "5G System Location Services (LCS)".
2. Reason for Change

UE privacy setting update, storage and verification was concluded as follows. The functionality and procedure description for UE privacy setting for 23.273 needs to be provided.
	The following conclusion is adopted for the R16 normative work with regard to the development for UE privacy setting update, storage and verification:
-
UE indicates to the network the privacy setting, and the privacy setting can be stored as a Data Subset of the Subscription Data stored in the UDR that is accessed by the UDM
-
For 5GC_MT_LR request, the GMLC determines whether to disallow subsequent LCS requests from external LCS clients based on the privacy setting obtained from the UDM.


3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.273.

FIRST CHANGE
6.X
UE Location Privacy Setting Procedure
Clause 6.X defines the UE location privacy setting procedure intiated by the UE.
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Figure 6.X-1: UE Location Privacy Setting procedure
1.
If the UE has generated or updated the UE privacy setting, the UE sends the UE privacy setting to the AMF via UE Location Privacy Setting Request in N1 NAS message. The UE privacy setting includes an indicator whether allows the subsequent LCS requests for the UE. When the LCS requests for the UE is disallowed, the UE privacy setting may also includes a disallowing time.
2.
The AMF invokes a Nudm_UE_SDM_Update service operation towards the UDM and the service operation carries the UE privacy setting. The UDM stores or updates the UE privacy setting accordingly. If the time for disallowing LCS requests for the UE is included in the UE privacy setting, the UDM starts a disallowing timer accordingly. After the disallowing timer expiry, the UDM removes the UE privacy setting for the UE.
      Editorial Note: The definition of the service operation in step2 is FFS.
3.   The AMF responses to the UE via UE Location Privacy Setting Reponse in N1 NAS message.
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