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Abstract of the contribution: This paper proposes to draft the clause “AF-initiated service parameter provisioning for V2X communication” based on the basic conclusions in TR 23.786.
1.
Discussion

It concluded in SA2#129bis meeting that:

For Key Issue #5 (Service Authorization and Provisioning to UE for eV2X communications over PC5 reference point) and Key Issue #11 (Service Authorization and Provisioning to UE over NG-Uu reference point), it is concluded that Solution #3 in clause 6.3, Solution #20 in clause 6.20 and Solution #24 in clause 6.24 are selected for normative work. 
This paper proposes to draft a clause of “Procedures for Service Authorization and Provisioning to UE” into TS 23.287, mainly based on the selected Solution #24.
2.
Text Proposal
The following changes are proposed to be applied to TS 23.287.
*** Start of the changes ***

6.2
Procedures for Service Authorization and Provisioning to UE
6.2.3
AF-initiated service parameter provisioning for V2X communication
The V2X Application Server can provision the 5GC with V2X service parameters. For V2X service parameter provisioning, the procedure defined in clause 4.15.6.X of TS 23.502 [xx] is performed with the following considerations:  
· The AF is considered as V2X Application Server.
· Service Description indicates V2X service (e.g. V2X S-NSSAI and/or DNN).

· Service Parameters include policy/provisioning parameters for V2X communications over Uu and PC5. The detailed information on the parameters is described in clause 5.1. 
*** End of the changes ***
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