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	Reason for change:
	During Registration or UE Parameters Update, UDM may send Steering of Roaming information to the UE via AMF. If the AMF fails delivering the Steering of Roaming information to the UE (example the UE is unreachable), then UDM in the HPLMN needs to be notified. and the UDM in the HPLMN may wait for the acknowledgement of SoR from UE (if it asked for SOR acknowledgment) and/or expect the UE to register to another PLMN. 
This delivery failure case leads to a situation where the HPLMN UDM is not informed on which VPLMN the UE is registered to, resulting in insufficient SoR distribution in each destination. Therefore, the UDM needs to be timely informed by the AMF in case of failed delivery of SoR information to the UE.

	
	

	Summary of change:
	The AMF sends Nudm_SDM_Info also to indicate to the UDM a failed delivery of SoR information. 


	
	

	Consequences if not approved:
	HPLMN UDM is not informed on which VPLMN the UE is registered to, resulting in insufficient SoR distribution.
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**************** Start of Change ****************


[bookmark: _Toc534611079]5.2.3.3.6	Nudm_SDM_Info service operation
Service Operation name: Nudm_SDM_Info
Description: Consumer NF provides UDM with information about the status of the subscription data management procedures. This service operation is used for:
-	providing acknowledgement from the UE to UDM about successful delivery of Steering of Roaming information via the AMF as defined in TS 23.122 [22].
-	informing the UDM when the delivery of Steering of Roaming information to the UE was not successful, sending back the SoR information to the UDM for validation.
-	providing acknowledgement from the UE to UDM about successful Network Slicing Configuration subsequent to delivery of the Network Slicing Subscription Change Indication via the AMF.
Inputs, Required: SUPI, Info (e.g. UE acknowledgment of SoR information from UDM via AMF, undelivered SoR information, UE acknowledgement of successful Network Slicing Configuration subsequent to delivery of the Network Slicing Subcription Change Indication via the AMF).
Inputs, Optional: None.
Outputs, Required: None.
Outputs, Optional: None.
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