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5.X.2.3	UE configuration and subscription aspects
An SNPN-enabled UE is configured with subscriber identifiers and credentials for one or multiple SNPNs identified by the combination of PLMN ID and NID.
A subscriber of an SNPN is identified by a SUPI containing a network-specific identifier that takes the form of a Network Access Identifier (NAI) using the NAI RFC 7542 [20] based user identification as defined in TS 23.003 [19] clause 28.2.2. The realm part of the NAI may include the NID of the SNPN.
An SNPN-enabled UE supports the SNPN mode of operation. When set to operate in SNPN mode of operation the UE only selects and registers with SNPNs and does not perform normal PLMN selection procedures as defined in clause 4.4 of TS 23.122 [17]. 
Emergency service support within SNPN, if required for deployment, shall be based on the capabilities defined in clause 5.16.4 (i.e., AMF includes an indication for Emergency Services Support within the Registration Accept to the UE and SNPN mode UEs in limited service state determine that the SNPN cell supports Emergency Services over NG-RAN from a broadcast indicator in AS).

If a UE is not set to operate in SNPN mode of operation, even if it is SNPN-enabled, the UE does not select and register with SNPNs. A UE not set to operate in SNPN mode of operation performs PLMN selection procedures as defined in in clause 4.4 of TS 23.122 [17].
NOTE 2:	Details of activation and deactivation of SNPN mode of operation are up to UE implementation.
Editor's note: Details of access to PLMN services in SNPN mode of operation are FFS.
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