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Abstract of the contribution: This contribution proposes to clarify the parameter provisioning part for the interworking scenario.
1.
 Introduction

The current description for V2X policy and parameter provisioning part for interworking is not clear: when UE registers to 5GS, the UE could either connect to the V2X Control Function in EPC to fetch the related parameters or include V2X capability in the UE Policy container during the registration procedure,

If the UE does not have valid V2X Policy and parameter, the UE shall request the network to provision the V2X Policy and parameter. 
It is proposed to clarify that the UE will acquire the parameters from PCF when the parameters is not available, and V2XCF will only provide the ones for EPS. 
Moreover, it assumed that the content of section 4.3 is moved to section 5.x. as per pCR S2-1901xxx by Intel.
2. Proposals
It is proposed to adopt the following text in TS 23.287.   
***** Start of the 1st Change *****
5.X.1
V2X Policy and parameter provisioning
When the UE is in 5GS or EPS, the UE shall use the valid V2X Policy and parameter provisioned by PCF in 5GC in which case the parameters for EPS could be provided, or V2X Control Function in EPC in which case only the parameters for EPS are provided. If the UE does not have valid V2X Policy and parameter, the UE shall request the network to provision the V2X Policy and parameter.

5.X.2
PC5 Operation

Editor's note: Detailed description is FFS.

5.X.3
Mobility between EPS and 5GS
Editor's note: Detailed description is FFS.
***** End of Changes *****
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