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First of CHANGE
4.16.7
Negotiations for future background data transfer

4.16.7.1
General

The procedure for future background data transfer as specified in clause 4.16.7.2 enables the negotiation between the NEF and the H-PCF about the transfer policies for the future background data transfer (as described in clause 6.1.2.4 in TS 23.503 [20]). The transfer policies consist of a desired time window for the background data transfer, a reference to a charging rate for the time window and optionally a maximum aggregated bitrate, as described in clause 6.1.16 in TS 23.203 [24].

This negotiation is preliminarily conducted (when AF initiates a procedure to NEF) before the UE's PDU Session establishment. At a later time, the AF invokes the Npcf_PolicyAuthorization_Create service directly with PCF, or via the NEF, to apply the background data transfer policy for an individual UE.
The procedure for BDT warning notification as specified in clause 4.16.7.3 enables the PCF to notify the AF that the network performance in the area of interest goes below the criteria set by the operator as described in clause 6.1.2.4 of TS 23.503 [20].  
Second of CHANGE
4.16.7.3
Procedure for BDT warning notification
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Figure 4.16.7.3-1: The procedure for BDT notification
1. The negotiation for background data transfer described in clause 4.16.7.2 is completed.
2. The PCF knows that the network performance in the area of interest goes below the criteria set by the operator from the NWDAF as described in TS23.288 [x].
3. The H-PCF may request from the UDR the stored transfer policies using Nudr_DM_Query (Policy Data, Background Data Transfer) service operation
4. The UDR provides all the background transfer policies to the H-PCF. The H-PCF determines the ASP of which the background traffic will be influenced by the degradation of network performance.
5. Editor’s Note:
How AF subscribes to receiving the notification is FFS.
6. Editor’s Note:
How H-PCF determines the AF to which the notification is sent in details is FFS.
7. The PCF sends the notification to the NEF by invoking Npcf_PolicyControl_Notify service operation.
8. The NEF notifies the AF by invoking Nnef_BDTPNegotiation_Notify service operation.
Editor’s Note:
Which information is notified to AF is FFS.
Third of CHANGE
5.2.5
PCF Services
5.2.5.1
General

The following table illustrates the PCF Services.

Table 5.2.5.1-1: NF services provided by PCF

	Service Name
	Service Operations
	Operation

Semantics
	Example Consumer (s)

	Npcf_AMPolicyControl
	Create
	Request/Response
	AMF

	
	Update
	Request/Response
	AMF

	
	UpdateNotify
	Subscribe/Notify
	AMF

	
	Delete
	Request/Response
	AMF

	Npcf_Policy Authorization
	Create
	Request/Response
	AF, NEF

	
	Update
	Request/Response
	AF, NEF

	
	Delete
	Request/Response
	AF, NEF

	
	Notify
	Subscribe/Notify
	AF, NEF

	
	Subscribe
	
	AF, NEF

	
	Unsubscribe
	
	AF, NEF

	Npcf_SMPolicyControl
	Create
	Request/Response
	SMF

	
	UpdateNotify
	Subscribe/Notify
	SMF

	
	Update
	Request/Response
	SMF

	
	Delete
	Request/Response
	SMF

	Npcf_BDTPolicyControl
	Create
	Request/Response
	NEF

	
	Update
	Request/Response
	NEF

	
	Notify
	
	NEF

	Npcf_UEPolicyControl
	Create
	Request/Response
	AMF, V-PCF

	
	Update
	Request/Response
	AMF, V-PCF

	
	UpdateNotify
	Subscribe/Notify
	V-PCF

	
	Delete
	Request/Response
	AMF, V-PCF

	Npcf_EventExposure
	Subscribe
	Subscribe/Notify
	NEF

	
	Unsubscribe
	
	

	
	Notify
	
	


Fourth of CHANGE
5.2.5.5.4
Npcf_BDTPolicyControl_Notify service operation

Service operation name: Npcf_BDTPolicyControl_Notify
Description: This service operation sends the BDT warning notification to the NF consumer.

Inputs (required): 
Inputs (optional):
Outputs (required):
Editor’s Note:
Input and Output parameters are FFS.
Fifth of CHANGE
5.2.6
NEF Services

5.2.6.1
General

The following table shows the NEF Services and Service Operations:

Table 5.2.6.1-1: NF Services provided by the NEF

	Service Name
	Service Operations
	Operation

Semantics
	Example Consumer(s)

	Nnef_EventExposure
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	
	AF

	
	Notify
	
	AF

	Nnef_PFDManagement
	Fetch
	Request/Response
	SMF

	
	Subscribe
	Subscribe/Notify
	SMF

	
	Notify
	
	SMF

	
	Unsubscribe
	
	SMF

	
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_ParameterProvision
	Update
	Request/Response
	AF

	Nnef_Trigger
	Delivery
	Request/Response
	AF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	Nnef_BDTPNegotiation
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	
	AF

	Nnef_TrafficInfluence
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_ChargeableParty
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	Nnef_AFsessionWithQoS
	Create
	Request/Response
	AF

	
	Notify
	Request/Response
	AF


Sixth of CHANGE
5.2.6.6.4
Nnef_BDTPNegotiation_Notify service operation

Service operation name: Nnef_BDTPNegotiation_Notify
Description: NEF sends the BDT warning notification to the NF consumer.
Inputs (required): 
Inputs (optional): 
Outputs (required):
Editor’s Note:
Input and Output parameters are FFS.
END OF CHANGES
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