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**** First Change ****
4.x.3	UE Requested PDU Session Establishment with Network Modification to MA-PDU Session
4.x.3.1 	Non-roaming and Local Breakout
When a UE or SMF wants to add an access to a MA PDU Session, the PDU Session Modification procedure is used, as described in clause 4.3.3.2 with the following differences:
· In step 1a, if the request is initiated by the UE, the UE provides an indication in the PDU Session Modification Request message that the UE requests to add an access to the MA PDU Session. 
· In step 3a, if the UE included an indication to add an access to the MA PDU Session in step 1a, the SMF indicates to the UE whether it was accepted. The SMF also includes the N3 tunnel information for the User Plane connection in the N2 SM information. 
· In step 3b, if the request is initiated by the SMF, the SMF provides an indication in the PDU Session Modification Command message that the SMF requests to add an access to the MA PDU Session. The SMF also includes the N3 tunnel information for the User Plane connection in the N2 SM information.
[bookmark: _GoBack]4.x.3.2	Home-routed roaming
Editor’s note: The support of home routed roaming scenarrios for ATSSS is FFS
When a UE or H-SMF wants to add an access to a MA PDU Session, the PDU Session Modification procedure is used, as described in clause 4.3.3.2 with the following differences:
· In step 1a, if the request is initiated by the UE, the UE provides an indication in the PDU Session Modification Request message that the UE requests to add an access to the MA PDU Session. 
-	Step 3:
If the UE included an indication to add an access to the MA PDU Session in step 1a, the SMF indicates to the UE whether it was accepted. The SMF also includes the N3 tunnel information for the User Plane connection in the N2 SM information
If the request is initiated by the SMF, the SMF provides an indication in the PDU Session Modification Command message that the SMF requests to add an access to the MA PDU Session. The SMF also includes the N3 tunnel information for the User Plane connection in the N2 SM information.
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