Page 1



3GPP TSG-SA WG2 Meeting #131 
S2-1901884
25 February - 1 March, 2019, Santa Cruz – Tenerife, Spain 
(revision of S2-190xxxx)
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	23.502
	CR
	0980
	rev
	-
	Current version:
	15.4.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	X


	

	Title:

	UE triggered UE policy provisioning procedure

	
	

	Source to WG:
	Intel, Qualcomm Incorporated, LG Electronics, OPPO, Samsung, Huawei, HiSilicon

	Source to TSG:
	SA2

	
	

	Work item code:
	eV2XARC
	
	Date:
	2019-01-21

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	TR 23.786 concluded that:
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In clause 6.3.2a “Option of UE triggered V2X Policy provisioning procedure” of solution #3 in TR 23.786, it further stated as copied in below:

The procedure is initiated when the UE determines the V2X Policy is invalid in following cases:

-
if the parameter is outdated (e.g. the validity timer for the eV2X communication policy/parameter expires),

-
if there are no valid parameters for current area, or

-
parameters lost or deleted locally by abnormal situation.

In solution #3, it currently says:

When the UE performs initial Registration as defined in clause 4.2.2 "Registration Management procedures" in TS 23.502 [9], the UE indicates to AMF the V2X capability, so that the AMF discovers the PCF supporting V2X by utilizing the NRF or local configuration in the AMF.
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*************** Start of changes ***************

4.2.4.X
UE triggered UE Policy provisioning procedure
The procedure is initiated when the UE requests the UE Policy (in case e.g., Policy and parameters are outdated, missing or invalid).
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3. UE Policy delivery procedure defined in clause 4.2.4.3 of 23.502

1. UE Policy provisioning request

2. Npcf_UEPolicyControl_Update


Figure 4.2.4.X-1: UE triggered UE Policy provisioning procedure

1.
The UE sends the UE Policy provisioning request including the UE Policy Container (additional UE policy type) to the AMF.
Additional UE policy type indicates which UE Policy is requested by the UE, i.e. V2X Policy.
2.
The AMF sends the Npcf_UEPolicyControl_Update request to the PCF including the UE Policy Container received from UE.

3.
The UE Policy delivery procedure defined in clause 4.2.4.3 is triggered.
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